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12” CAST IRON HEAD BLOCK



SINGLE PURCHASE, UPRIGHT/UNDERHUNG MOUNTED

12" head blocks are top-of-the-line products designed for long-term use. This optimally designed 
head block can be underhung or upright mounted and offers a sturdy body for reliable use. 

Standard units are grooved for 3/4" operating line and 1/4" cable(s), up to 9 cable grooves per 
sheave.

Cast iron sheaves are standard; steel and nylon are available.

Sheaves can be configured for 6" center mounting.

Different cable grooves are available upon request.

SWL Cast iron—2000 lbs.

FEATURES

The Standard configuration comes with:

CAST IRON HEAD BLOCK
12 INCH

Manufactured by:



RIGHT SIDE VIEWFRONT VIEW

CAST IRON HEAD BLOCK
12 INCH

SINGLE PURCHASE, UPRIGHT/UNDERHUNG MOUNTED

Model N°

JOEL #43055

JOEL #53055

JOEL #63055

JOEL #73055

JOEL #83055

4 x ¼” liftlines, 1 x ¾” operating line

5 x ¼” liftlines, 1 x ¾” operating line

6 x ¼” liftlines, 1 x ¾” operating line

7 x ¼” liftlines, 1 x ¾” operating line

8 x ¼” liftlines, 1 x ¾” operating line

TECHNICAL DATA
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Manufactured by:
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12” FLOOR TENSION BLOCK



Tension Block or Welsh Block

12" Floor Tension Blocks are designed to be reliable beyond compare, offering a simple yet highly effec-
tive approach to completing a rigging setup. 

The tension blocks are built with cast iron sheaves, bronze bushings, rope-retaining spacers, guide 
shoes, and a toe kick. Standard units come with a ¾" grooved operating line. With modifiable grooves 
and optional tapered roller bearings, the 12" Floor Tension Blocks will not disappoint.

7 Gauge side plates, cast iron sheave.

Tapered roller bearings, optional. 

7/8" groove available upon request.

Complete with mounting hardware and rubber shoes.

FEATURES

The Standard configuration comes with:

FLOOR TENSION
12 INCH

BLOCK

Manufactured by:



Model N°

JOEL #3015-B 

JOEL #3015-T

Suffix *6

Bronze Bushings

Tapered Bearings

Configured for 6" Centers

TECHNICAL DATA

TOP VIEW

FRONT VIEW

FLOOR TENSION
12 INCH

BLOCK
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Manufactured by:
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8 INCH LOFT BLOCK



SINGLE AND MULTI GROOVE SHEAVE

8" Loft Blocks by JOEL Rigging are multi-grooved 
suspension systems that are designed to provide 
long-lasting, trouble-free service. They are built 
with cast iron sheaves, tapered roller bearings, 
cable retaining spacers, and supplied with clip 
plates or J-bolt attachments as required. 

We also offer color, weight capacity, diameter, and 
mounting options. A product as versatile and con-
figurable as the 8" Loft Block is sure to meet and 
exceed expectations.

Complete with clip plates or J-bolts as required.

500 lbs SWL, higher load capacity available.

Available with up to 9 grooves for ¼" lift lines.

10 gauge side plates and" ³/16"-thick base angles standard.

Painted black, red/yellow available.

Side plates enclose the entire sheave, preventing shearing hazards.

4-9 groove units; base angles are turned in to reduce footprint.

Can be mounted upright or underhung.

FEATURES

The Standard configuration comes with:

LOFT BLOCK
8 INCH

Manufactured by:



LOFT BLOCK
8 INCH

Model N°

JOEL #2055

JOEL #22055

JOEL #32055

JOEL #42055

JOEL #52055

1 x ¼" Groove

2 x ¼" Groove

3 x ¼" Groove

4 x ¼" Groove

5 x ¼" Groove

TECHNICAL DATA

RIGHT SIDE VIEWFRONT VIEW

Model N°

JOEL #62055 

JOEL #72055 

JOEL #82055 

JOEL #92055

6 x ¼" Groove

7 x ¼" Groove

8 x ¼" Groove

9 x ¼" Groove
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Manufactured by:
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MULE BLOCK



MULE BLOCK OR DIVERTER BLOCK

The Mule Blocks are used to redirect the path of one or several cables around an obstacle, such 
as a beam or post. The Mule Block is configured to support the required number of cables and is 
typically used in pairs to create offset line sets. 

This product comes in cast iron or steel sheaves as required to meet the load capacity. 

Standard groove for 1/4" cable; other groove sizes available.

Painted black.

Complete with clip plates.

Cast iron sheaves, working load limit (WLL) up to 500 lbs.

Steel sheaves, working load limit (WLL) > 500 lbs.

Tapered roller bearings.

Shaft secured to prevent rotation.

FEATURES

The Standard configuration comes with:

MULE BLOCK

Manufactured by:



Model N°

JOEL #2055-MB 

JOEL #22055-MB

JOEL #32055-MB

JOEL #42055-MB

JOEL #52055-MB

1 (1/4") Groove

2 (1/4") Groove

3 (1/4") Groove

4 (1/4") Groove

5 (1/4") Groove

TECHNICAL DATA

Model N°

JOEL #62055-MB

JOEL #72055-MB

JOEL #82055-MB

JOEL #92055-MB

Add Suffix -S for Steel Sheave

6 (1/4") Groove

7 (1/4") Groove

8 (1/4") Groove

9 (1/4") Groove

MULE BLOCK

RIGHT SIDE VIEW

FRONT VIEW

TOP VIEW
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Manufactured by:
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COUNTERWEIGHT ARBOUR
ASSEMBLY



Counterweight Arbour Assemblies

The SHOWSDT Rod Style Counterweight Arbours are rigging 
system essentials. 

Featuring steel tops and bottoms, spreader plates provided 
every 24" in the counterweight stack, guide shoes, and more. 

Top spreader plate supplied with locking collars and thumb-
screws.

COUNTERWEIGHT ARBOUR
ASSEMBLY

V2.1_0222

Complete with shoes to suit the wall frame.

Painted black.

Backplate marked for spreader plate locations.

Standard 3/4" rods.

Standard load capacity, 2000 lbs.

Length to suit required load capacity.

Larger load capacity available upon request.

Single purchase shown, also available in double purchase.

FEATURES

The Standard configuration comes with:

Contact-us for project specific requirements:

Manufactured by:
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ARBOUR
FRONT LOADING CARRIAGE
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Complete with shoes to suit wall frame.

Painted black.

Locking bar restrains counterweight bricks.

Tie-offs for up to 12 lift lines.

Complete with thimbles for operating line.

FEATURES

The Standard configuration comes with:

ARBOUR
FRONT LOADING CARRIAGE

Front Loading Carriage /Arbour

The Front Loading carriages are designed to easily facilitate 
and ensure safety during counterweight loading. This 
product’s innovative design reduces reaching by the crew as 
opposed to loading a traditional counterweight carriage. 
Counterweights, once loaded, are secured using the locking 
rod. 

This product also offers the ability to load counterweight 
bricks on the most convenient shelf for the operator. Shelves 
are sloped down to the rear of the carriage, thereby ensuring 
safe loading and unloading. Thanks to this arbour’s design, 
bricks are loaded directly on to the shelves. The carriage’s 
overall length is shorter than traditional arbours thus 
allowing longer batten travel distance. 

Front-load carriages can bolt adjacent carriages together to 
securely connect line sets to allow heavy scenery lifts. 
Available with various shelf designs and for double purchase 
systems. 

Available with multiple shelf designs. 

Manufactured by:
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Model N°

JFL-2-1

JFL-3-1

JFL-4-1

Single Purchase

800 lbs capacity

1200 lbs capacity

1600 lbs capacity

TECHNICAL DATA

Model N°

JFL-2-2

JFL- 3-2

JFL-4-2

Double Purchase

800 lbs capacity

1200 lbs capacity

1600 lbs capacity

RIGHT SIDE VIEWFRONT VIEW ANGLE VIEW

ARBOUR
FRONT LOADING CARRIAGE

2 SHELF MODEL SHOWN:
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Manufactured by:
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TYPICAL: CUSTOM FABRICATED ACCORDING TO PROJECT REQUIREMENTS

SIDE VIEW

CL
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Ladder Truss

The Ladder Truss provides a firm batten assembly as opposed to the standard single batten. This 
rigidity facilitates a higher load capacity per foot, larger spans between lift lines, and the opportunity 
to dress cables to the top chord. This keeps the bottom chord available for lighting, audio, and scen-
ery. Verticals are available either in flat bar or pipe and are configurable. 

Sections are joined to create complete battens using our standard internal splices and mechanical 
fasteners.

1 ½" Sch 40 pipe standard.

Sections up to 24' long.

Sections can be spliced together for longer battens.

Batten extensions available.

Painted black.

Footage markings available.

FEATURES

The Standard configuration comes with:

BATTEN
TRUSS PIPE

Manufactured by:

https://showsdt.com/en/index.html


ROPE LOCK



Rope Lock or Operating Line Lock

The Rope Locks have cast iron bodies with hardened dogs 
and handles. The handle and ring are red rubber coated, with 
a silencing bumper built in to reduce noise during operation. 
Comes complete with a thumbscrew for adjustment of the 
rope lock.

Drilled to suit JOEL Rigging standard locking rails, rope locks 
are designed to maintain the position of a balanced load at 
trim height with a maximum in-balance load of 50 lbs.

These rope locks are not to be used to control a lineset in 
motion or as a braking device. 

Drilled on 80 mm centers for JOEL Locking Rails.

Red rubber-coated handle and ring.

Locks at top dead center.

Thumbscrew adjustment for different operating line diameters.

Locking tabs and padlocks are available.

Can be drilled to suit other locking rails.

A thumbscrew can be replaced with a set screw for limited clearance.

FEATURES

The Standard configuration comes with:

ROPE LOCK

SHOWN WITH OPTIONAL LOCKING TABS.

Manufactured by:



Model N°

250-U

250-U-PL

Standard rope lock

Rope lock with additional locking tabs and padlocks

TECHNICAL DATA

RIGHT SIDE VIEWFRONT VIEW

INSIDE VIEW

ROPE LOCK

STANDARD ROPE LOCK VIEWS:
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Manufactured by:
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STAGE LOCKING RAIL



Stage Floor Mounted

The Stage Locking Rail supports rope locks and the 
write-on strips to identify linesets. Rope locks are 
mounted to a 3" X 2" X 5/16" angle, while the write-on 
strip is mounted at an angle for easy viewing. The 
write-on strips can be written on using an erasable 
marker or grease pencil.

Constructed to withstand a 500 lbs per linear foot 
(744.5 kg/m) upload (recommended weight limit).

The Stage Locking Rail mounts to the stage floor at 
the bottom of the counterweight wall frame. The 
mounting method must be able to withstand the 
imposed load. Mounting stanchions are located on 5' 
(1.52m) (maximum) centers and made from ½" thick 
x 3" wide flat bar.

Top face drilled for JOEL Rigging rope locks to suit linset centers.

Continuous write-on strips.

Painted black.

Optional: Top face drilled to suit eye bolts for tie-offs.

Optional: Capstan HSS tube. 

FEATURES

The Standard configuration comes with:

STAGE LOCKING RAIL

Manufactured by:



STAGE LOCKING RAIL

V2.1_0122

Manufactured by:
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GALLERY LOCKING RAIL



Gallery Mounted

The locking rail supports Rope Locks and the write-on 
strip to identify linesets.

Rope locks are mounted to a 2 X 3" X 5/16" angle iron, 
while the write-on strip is mounted at an angle for 
easy viewing.

The locking rail is constructed to withstand a 500 lbs 
per linear foot (744.5 kg/m) up-load (recommended 
weight limit).

The write-on strip can be written on using an 
erasable marker or grease pencil.

The locking rail mounts to the edge of a 
counterweight pit or gallery. The mounting method 
must be able to withstand the imposed load.

Mounting stanchions are located on 5' (1.52m) 
(maximum) centers and made from 2 X 3" X 5/16" 
steel angle.

Top face drilled for Rope Locks, to suit linset centers.

12" tall kick plate.

Continuous write-on strip.

Painted black.

Optional: Top face drilled to suit eye bolts for tie-offs.

Optional: Capstan HSS tube (in place of kick plate).

FEATURES

The Standard configuration comes with:

GALLERY LOCKING RAIL

Manufactured by:



 SIDE VIEW
FRONT VIEW

GALLERY LOCKING RAIL

V2.1_0122

Manufactured by:
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T BAR CHANNEL



T-Channel

This top-of-the-line and highly unique design is a significant 
innovation in the installation of counterweight rigging system wall 
frames. The aluminum T-Channel extrusion has strength superior to 
traditional steel T profiles. 

As opposed to traditional guide systems, the body of the T-channel 
facilitates the mounting of hardware along its entire length, thereby 
reducing installation time and costs. 

Our aluminum T-Channel provides the guiding system for JOEL 
Rigging counterweight carriages, floor blocks, and more. The top 
stop, bottom stop, and floor batten are tightened to the face of the 
aluminum T-Channel. 

This product is offered in lengths of up to 36’ long, thus reducing the 
number of splices and fittings required. Supports for the index 
lighting pipe and scenery leaning pipe are installed on site so as to 
not conflict with the line set operation.

Standard length 20'.

Standard finish: bare.

Black anodized available.

Available up to 36' long.

FEATURES

The Standard configuration comes with:

T BAR

Manufactured by:
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LINESET
ELEVATION



Single Purchase Counterweight Rigging system

Excellent counterweight rigging systems are the back-
bone of any highly successful theatrical production. 
Supporting lighting, audio/video equipment, and 
drapery above the stage performance space is abso-
lutely crucial. 

Theatrical equipment is connected to the batten at 
stage level, while weights to balance the load are 
introduced to the carriage, and the position of the 
scenery is adjusted manually by theater technical 
staff.

The batten is supported by lift lines, which run over 
the loft blocks and converge at the head block. These 
collect the lift lines and operating line, guiding them 
to the counterweight carriage. Operation of the line 
set is controlled with the operating line and rope lock 
on the locking rail. The carriage is held in place with a 
captive guiding system constructed of a T-bar into a 
wall frame structure.

Head block

Loft block

Carriage

Locking Rail, with JOEL rope lock

Floor block

Batten

FEATURES

The standard configuration comes with:

LINESET
ELEVATION

V2.1_0222

Manufactured by:
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LINESET
ELEVATION

FRONT VIEW

Head block Loft blocks

Wall frame

Lift lines

BattenCarriage

Floor block

Operating line

Gallery Mounted Locking Rail

V2.1_0222

Manufactured by:
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STAGE ROPES

 

STAGE X ROPE



White with Black 
Fleck

White with Red 
Fleck

White with Blue 
Fleck

White with Green 
Fleck

Core
Parallel Fiber 

Cover
Polyester

Diameter

[mm] 

10 

12

16

18

22

24

Diameter

[inch]

 3/8

1/2

5/8

3/4

7/8

1

min. 
Breaking
Strength

4,000

7,100

10,800

12,600

 16,200

21,000

avg. 
Breaking
Strength

4,500

7,900

12,000

14,000

18,000

23,400

Available
in

600’ (1968.50m)

1200’ (3937.00m)

1800’ (5905.51m)

2400’ (7874.02m)

TECHNICAL DATA

Stage Rope

The innovative parallel fiber core of Stage Set X creates 
a highly round, solid rope that doesn't stretch, making 
it ideal for counterweight systems. 

This rope is easy to handle with the spun fiber cover. 

Material: Polyester.

Temperature: Polyester melts at 480° F.

Stretch: 1.95% @ 20% of tensile

Colored fleck assists with assessment of rope wear.

Available in black.

FEATURES

STAGE SET X
ROPE
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STAGE ROPES

MULTILINE II ROPE



MULTILINE II
ROPE

White with Orange 
Tracer

Composite Polyeser & 
Polypropylene

Diameter

[mm] 

10

11 

12

16

18

22

24

Diameter

[inch]

 3/8

7/16

1/2

5/8

3/4

7/8

1

min. 
Breaking
Strength

1,860

2,900

4,000

5,100

8,500

10,100

13,000

avg. 
Breaking
Strength

2,060

3,500

4,300

6,700

9,800

13,300

15,200

Available
in

600’ (1968.50m)

1200’ (3937.00m)

1800’ (5905.51m)

2400’ (7874.02m)

TECHNICAL DATA

Stage Rope

Multiline II is a three-strand composite rope made by 
winding three strands of a polyester blend—a blend of 
spun and filament—around fibrillated polyolefin cores. 
The polyolefin enhances handling and abrasion 
resistance. Multiline II's distinctive fuzzy feel and 
improved grip are attributed to the spun polyester. Of all 
the commercially available composite ropes, Multiline II 
offers the best strength, durability, weight, and 
consistent supple feel throughout time. Two orange 
marks on one strand's surface serve as identification.

Material: Composite Polyester & Polypropylene.

Temp.: Polyester melts at 480° F, and polypropylene melts at 338° F.

Stretch: 3.7% @ 20% of tensile.

Available in black.

FEATURES
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MOTORIZED RIGGING
MOTORS, CONTROLS,

POWER DISTRIBUTION, HOISTS, PENDANTS

SHOWSDT.COM

https://showsdt.com/


TOUR RIG 500 kg
CHAIN HOIST



TOUR RIG 500 kg
CHAIN HOIST

FIXED SPEED SERIES: DIRECT CONTROL

The TOUR RIG 500 kg is the lightest and safest hoist 
in the industry. Standard features like contactor 
control, overload protection system, double brakes, 
and hook suspension will turn your TOUR RIG 500 kg 
into your most essential piece of rigging equipment. 

And options like direct control, external limit 
positioning encoders, and one-hole suspension eye 
plate will give you versatility and value for your 
money. 

The TOUR RIG 500 kg can also be configured in 
double reeved to reach a capacity of 1000 kg, 
unleashing twice the lifting capacity at half the 
speed. Fast and easy setup.

Speed range 16 ft/min.

Capacity: 500 kg (1100 lbs) (1000 kg (2200 lbs) in double-reeved format).

Jam-free plate.

Very quiet operation.

5-pocket chain wheel for smooth operation.

Lightweight aluminum body.

Friction clutch for overload protection.

Protection IP44.

Road case available.

FEATURES

The Standard configuration comes with:

BACK

FRONT

SK030-10-DC



TOUR RIG 500 kg
CHAIN HOIST

SK030-10-DC

1-800-567-8245 | SHOWSDT.COM   

Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SK030/10-DC

500kg

700kg

UP/DOWN

0,37kW

208V

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

Direct

2,3A

5,2 X 15 mm

Black/Zinc

0.36 lbs

45 lbs

Certified

https://showsdt.com/en/index.html


TOUR RIG 500 kg
CHAIN HOIST



TOUR RIG 500 kg
CHAIN HOIST

FIXED SPEED SERIES: LOW VOLTAGE

The TOUR RIG 500 kg is the lightest and safest hoist 
in the industry. Standard features like contactor 
control, overload protection system, double brakes, 
and hook suspension will turn your TOUR RIG 500 kg 
into your most essential piece of rigging equipment. 

And options like direct control, external limit, and 
one-hole suspension eye plate will give you versatili-
ty and value for your money. 

The TOUR RIG 500 kg can also be configured in 
double reeved to reach a capacity of 1000 kg, 
unleashing twice the lifting capacity at half the 
speed. Fast and easy setup.

Speed range 16 ft/min.

Capacity: 500 kg (1100 lbs) (1000 kg (2200 lbs) in double-reeved format).

Jam free plate.

Very quiet operation.

5 pocket chain wheel for smooth operation.

Lightweight aluminum body.

Friction clutch for overload protection.

Protection IP44.

Road case Available.

FEATURES

The Standard configuration comes with:

BACK

FRONT

SK030-10-LV
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TOUR RIG 500 kg
CHAIN HOIST

SK030-10-LV

Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SK030/10-LV

500kg

700kg

UP/DOWN

0,37kW

208V

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

24V

2,3A

5,2 X 15 mm

Black/Zinc

0.37 lbs

48 lbs

Certified

https://showsdt.com/en/index.html


TOUR RIG 1000 kg
DOUBLE BRAKES CHAIN HOIST



TOUR RIG 1000 kg
CHAIN HOIST

Speed range 16 ft/min.

Capacity: 1000 kg (2200 lbs) D8 Standard (2000 kg (4400 lbs) in Double-Reeved format).

Jam-free plate.

Very quiet operation.

5-pocket chain wheel for smooth operation.

Lightweight aluminum body.

Friction clutch for overload protection.

Protection IP44.

Road case available.

FEATURES

The Standard configuration comes with:

BACK

FRONT

DOUBLE BRAKES

FIXED SPEED SERIES: DIRECT CONTROL

The TOUR RIG 1000 kg is the lightest and safest hoist in 
the industry. Standard features like contactor control, 
double brakes, an overload protection system, and 
hook suspension will turn your TOUR RIG 1000 kg into 
your most essential piece of rigging equipment. And 
options like direct control, a 4-channel gear limit switch 
(external or internal), positioning encoders, and an eye 
plate will give you versatility and value for your money. 

The TOUR RIG 1000 kg can also be configured in double 
reeved to reach a capacity of 2000 kg, unleashing twice 
the lifting capacity at half the speed. Fast and easy 
setup.



TOUR RIG 1000 kg
CHAIN HOIST

DOUBLE BRAKES
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Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SB4.1/12J-DC

1000kg

1400kg

UP/DOWN

0,75W

208V

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

Direct

5,6A

7 X 22 mm

Black/Zinc

0.74 lbs

67 lbs

Certified

https://showsdt.com/en/index.html


TOUR RIG 1000 kg
DOUBLE BRAKES CHAIN HOIST



TOUR RIG 1000 kg
CHAIN HOIST

Speed range 16 ft/min.

Capacity: 1000 kg (2200 lbs) D8 Standard (2000 kg (4400 lbs) in Double-Reeved format).

Jam-free plate. 

Very quiet operation.

5-pocket chain wheel for smooth operation.

Lightweight aluminium body.

Friction clutch for overload protection.

Protection IP44.

Road case available.

FEATURES

The Standard configuration comes with:

BACK

FRONT

DOUBLE BRAKES

FIXED SPEED SERIES : LOW VOLTAGE

The TOUR RIG 1000 kg is the lightest and safest hoist in 
the industry. Standard features like contactor control, 
double brakes, an overload protection system, and 
hook suspension will turn your TOUR RIG 1000 kg into 
your most essential piece of rigging equipment. And 
options like direct control, a 4-channel gear limit switch 
(external or internal), positioning encoders, and an eye 
plate will give you versatility and value for your money. 

The TOUR RIG 1000 kg can also be configured in double 
reeved to reach a capacity of 2000 kg, unleashing twice 
the lifting capacity at half the speed. Fast and easy 
setup.



TOUR RIG 1000 kg
CHAIN HOIST

DOUBLE BRAKES
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Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SB4.1/12J-LV

1000kg

1400kg

UP/DOWN

0,75W

208V

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

24V

5,6A

7 X 22 mm

Black/Zinc

0.74 lbs

71 lbs

Certified

https://showsdt.com/en/index.html


TOUR RIG 2500 kg
CHAIN HOIST



TOUR RIG 2500 kg
CHAIN HOIST

FIXED SPEED SERIES

The TOUR RIG 2500 kg is the lightest and safest hoist 
in the industry. Standard features like contactor 
control, overload protection system, 4-channel gear 
internal limit switch, hook suspension, and double 
brakes will turn your TOUR RIG 2500 kg into your 
most essential piece of rigging equipment. And 
options like positioning encoders and eye plates will 
give you versatility and value for your money.

The TOUR RIG 2500 kg can also be configured in 
double reeved to reach a capacity of 5000 kg, 
unleashing twice the lifting capacity at half the 
speed. Fast and easy setup.

Speed range 16 ft/min.

Capacity: 2500 kg (5500 lbs) (5000 kg (11000 lbs) in double-reeved format).

Jam-free plate.

Very quiet operation.

5-pocket chain wheel for smooth operation.

Lightweight aluminium body.

Friction clutch for overload protection.

Chain size 11 X 31 mm.

Protection IP44.

Road case available.

FEATURES

The Standard configuration comes with:

BACK

FRONT



TOUR RIG 2500 kg
CHAIN HOIST
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HOOL TACKLE  2500Kg

CHAIN BAG SD

CHAIN 11-31mm
SOCAPEX 7 + FEMALE XLR-4
SURE GRIP, CABLE LENGHT: 15.5''

DELTA PLATE 2500 Kg

Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SB8.2/10U-LV

2500kg

3300kg

UP/DOWN

2,2kW

208V, 3Ph

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

24V

8,95A

11x31mm

Black/Zinc

1.82 Lbs

165 lbs

Certified
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TOUR RIG 5000 kg
CHAIN HOIST



TOUR RIG 5000 kg
CHAIN HOIST

FIXED SPEED SERIES

The TOUR RIG 5000 kg is the lightest and safest hoist 
in the industry. 

Standard features like contactor control, overload 
protection system, 4-channel gear internal limit 
switch, hook suspension, and double brakes will turn 
your TOUR RIG 5000 kg into your most essential piece 
of rigging equipment. And options like positioning 
encoders and eye plates will give you versatility and 
value for your money. Fast and easy setup.

Speed range 16 ft/min.

Capacity: 5000 kg (11000 lbs).

Jam-free plate.

Very quiet operation.

5-pocket chain wheel for smooth operation.

Lightweight aluminium body.

Friction clutch for overload protection.

Chain size 11 X 31 mm.

Protection IP44.

Road case available.

FEATURES

The Standard configuration comes with:

BACK

FRONT



TOUR RIG 5000 kg
CHAIN HOIST
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Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SB8.3/10V-LV

5000kg

3300kg

UP/DOWN

3,6kW

208V

TECHNICAL DATA 

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

24V

14,8A

11 x 31mm

Black/Zinc

1.82lbs

165 lbs

HOOL BLOCK  5000Kg

CHAIN BAG SD

CHAIN 11-31mm
SOCAPEX 7 + FEMALE XLR-4
SURE GRIP, CABLE LENGHT: 15.5''

DELTA PLATE 2500 Kg

Certified
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TOUR RIG 6300 kg
CHAIN HOIST



TOUR RIG 6300 kg
CHAIN HOIST

FIXED SPEED SERIES:  LOW VOLTAGE

This oversized hoist is used to move supergrids or mega-
structures. With a 6-ton lifting capacity, the TOUR RIG 6300 
kg operates on low-voltage mode and can be used motor up 
or motor down. It replaces pods when many hoists are 
needed for a particular load point. It creates better stability 
and makes it easier to move large objects by balancing the 
grid. Standard features include an overload protection 
system, double brakes, and hook suspension. Other options 
include an integrated load cell, a 4-channel gear limit switch 
(external or internal), positioning encoders, and a one-hole 
or two-hole suspension eye plate.

The TOUR RIG 6300 kg can also be configured in double 
reeved. Fast and easy setup.

Speed: 11 ft/min and 22 ft/min.

Capacity: 6300 kg.

Jam-free plate.

5-pocket chain wheel for smooth operation.

Lightweight aluminium body.

Friction clutch for overload protection.

Chain size 16 X 45 mm.

Chain weight 3.82 lbs/ft.

Protection IP44.

Total weight with 82 ft chain and chain bag: 762 lbs.

FEATURES

The Standard configuration comes with:



TOUR RIG 6300 kg
CHAIN HOIST
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Hoist Model N°

Max Capacity

Clutch Limit

Hoist Position

Motor kW/HP

Motor Voltage

SB13/10X

6300kg

8800kg

UP/DOWN

0,37kW

208V/400

TECHNICAL DATA

Control

Motor FLA

Chain Size

Chain Type

Chain weight/ft

Hoist Body Weight

Low Voltage

26.09/15A

16x45 mm

Black/Zinc

3.82 lbs

457 lbs

Certified
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ECHELON CWT
COUNTERWEIGHT ASSIST HOIST



V2.1_0122

Contact JOEL for project specific requiremetns
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Standard line set capacity: 2,000 lbs.

Optional secondary holding brake.

Versatile operation on 208, 230, 460, or 600 VAC 3-phase power.

Fixed speed: 25 FPM.

Closed positive engagement drive loop.

4-position rotary limit switch.

Fits into 8” (200 mm) or wider line set centre.

FEATURES

COUNTERWEIGHT ASSIST HOIST

Echelon Assist Hoist

The Echelon CWT Assist Hoist streamlines counterweight rigging 
operations by enhancing safety, control, and efficiency.

With this innovative hoist, technicians no longer need to 
manually adjust counterweights for different lighting battens, 
drapery, or scenery configurations, simplifying backstage 
operations.

Seamlessly compatible with existing counterweight systems, the 
hoist replaces the floor block and operating line while retaining 
the essential components: counterweight carriage, head block, 
loft blocks, and batten.

Its closed-loop drive system, combined with a heavy-duty chain 
and coated wire rope, ensures reliable performance and smooth 
operation.

With an intuitive control interface, the hoist supports manual 
up/down jog mode as well as programmable positioning and cue 
sequencing, making it adaptable to the most demanding 
production requirements.

ECHELON

FRONT VIEW

https://showsdt.com/


SD-400/WCS-APR
HOIST CONTROLLER



SD-400/WCS-APR
HOIST CONTROLLER

DIRECT CONTROL SOCAPEX 19-Pin
This 4-channel rigging controller is made for direct control chain hoists. It features one Socapex 
19-pin female panel mount connector and comes with automatic phase reverse as a standard 
feature.

When the main supply is connected, there is no need to worry about switching over to the proper 
lifting direction. This controller can be used with a VSD-DIS-30 disconnect as a main power 
distribution.

DIMENSIONS ARE IN INCHES

On Front Panel:

Integrated E-Stop Button.

Circuit Breaker: 2 for Chain Hoist, 1 for Hot Pocket.

Pendant Input Connector, Tajimi 21-Pin (Veam 25-Pin as an Option).

On Back Panel:

Power Input Connector, 120/208V 3Ph, TL4-30A - HBL-2725.

Power Output Connector, 1x Socapex, 19-Pin (Veam 25-Pin as an Option).

Hot Pocket Connector for Direct Pickle, TL4-30A - HBL-2720.

Automatic Phase Reverse as a Standard Feature (APR).

3RU Rack Mount Enclosure.

Weight: 45 lbs.

FEATURES

The Standard configuration comes with:

Certified
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SD-400/WCT-APR
HOIST CONTROLLER



SD-400/WCT-APR
HOIST CONTROLLER

DIRECT CONTROL TWIST LOCK
This 4-channel rigging controller is made for direct control chain hoists. It features four TL-4 
female panel mount connectors that make efficient cable management possible. Each output has 
one channel.

This controller comes with automatic phase reverse as a standard feature. When the main supply 
is connected, there is no need to worry about switching over to the proper lifting direction. It can 
be used with an SD-DIS 30 disconnect as a main power distribution.

DIMENSIONS ARE IN INCHES

On Front Panel:

Integrated E-Stop Button.

Circuit Breaker, 2x Chain Hoist, 1x Hot Pocket—Direct Pickle.

Pendant Input Connector, Veam 25-Pin (Tajimi 21-Pin as an Option).

On Back Panel:

Power Input Connector, 120/208V 3Ph, TL4-30A - HBL-2725.

Power Output Connector, 4x TL4-20A - HBL-2420.

Hot Pocket Connector for Direct Pickle, TL4-30A - HBL-2720.

Automatic Phase Reverse as a Standard Feature (APR).

3RU Rack Mount Enclosure.

Weight: 45 lbs.

FEATURES

The Standard configuration comes with:

Certified
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SD-800/SL-DC-2T
HOIST CONTROLLER



SD-800/SL-DC-2T
HOIST CONTROLLER

DIRECT CONTROL SOCAPEX 19-Pin
The SD-800/SL-2T is an 8-channel hoist controller for direct control chain hoists. It features two 
19-pin connectors that make efficient cable management possible. Each output has 4 channels; 
therefore, the breakout can be used at the end of the multi-cable. This controller also has two hot 
pockets for pickle hookup. This SD-800/sl-dc-2T has the capacity to control 8x 2000kg hoists at full 
load at the same time. 
The SD-800/SL-2T comes with Automatic Phase Reverse (APR) as a standard feature. When the 
main supply is connected, there is no need to worry about switching over to the proper lifting 
direction. This controller can be used with an SD-100-2T as a main power distribution capable of 
driving up to 6x SD-800/SL-2T units.

DIMENSIONS ARE IN INCHES

On Front Panel:

Integrated E-Stop Button with Daisy Chain XLR-4 Device.

Pendant Input Connector, Veam 25-Pin (Tajimi 21-Pin as an Option).

Power Output Connector, 2x Socapex 19-Pin.

On Back Panel:

Power Input Connector, 120/208V 3Ph, CEE-Form 60A - P260509-B.

Circuit Breaker: 4 for Chain Hoist, 1 for Hot Pocket.

Note: Connector for Direct Pickle is on the Break-Out, TL4-30A - HBL-2723.

Automatic Phase Reverse as a Standard Feature (APR).

3RU Rack Mount Enclosure.

Weight: 45 lbs

FEATURES

The Standard configuration comes with:

Certified
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SD-800/SL-LV
HOIST CONTROLLER



SD-800/SL-LV
HOIST CONTROLLER

Low Voltage SOCAPEX-7
The SD-800-SL-LV is an 8-channel hoist controller for low-voltage chain hoists. It features 8x Socapex-7 
connectors that make efficient cable management possible.

The SD-800-SL-LV comes with automatic phase reverse (APR) as a standard feature. When the main 
supply is connected, there is no need to worry about switching over to the proper lifting direction. This 
controller can be used with an SD-100 as a main power distribution capable of driving up to 6
SD-800-SL-LV units.

DIMENSIONS ARE IN INCHES

On Front Panel:

Integrated E-Stop Button.

Pendant Input Connector, Veam 25-Pin (Tajimi 21-Pin as an Option).

Power Output Connector, 8x Socapex-7 - PSOCSLDEF37Y.

On Back Panel:

Power Input Connector, 120/208V 3Ph, TL4-50A - CS8375.

Circuit Breaker: 4 for Chain Hoist.

Automatic Phase Reverse as a Standard Feature (APR).

4RU Rack Mount Enclosure.

Weight: 45 lbs.

FEATURES

The Standard configuration comes with:

Certified
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SD-800/WCT-APR
HOIST CONTROLLER



SD-800/WCT-APR
HOIST CONTROLLER

DIRECT CONTROL TWIST-LOCK
The SD-800/WCT-APR is an 8-channel hoist controller for direct control chain hoists. It features 8 
TL-4-20A connectors that make efficient cable management possible. This controller also has one 
hot pocket for pickle hook-up.

The SD-800-WCT-APR comes with automatic phase reverse (APR) as a standard feature. When the 
main supply is connected, there is no need to worry about switching over to the proper lifting 
direction. This controller can be used with an SD-100 as a main power distribution capable of driv-
ing up to six units.

DIMENSIONS ARE IN INCHES

On Front Panel:

Integrated E-Stop Button.

Circuit Breaker: 4 for Chain Hoists, 1 for Hot Pocket.

Pendant Input Connector, Tajimi 21-Pin (Veam 25-Pin as an Option).

On Back Panel:

Power Input Connector, 120/208V 3Ph, TL4-50A - CS8375.

Power Output Connector, 8x TL4-20A - HBL-2420.

Hot Pocket Connector for Direct Pickle, TL4-30A - HBL-2720.

Automatic Phase Reverse as a Standard Feature (APR).

6RU Rack Mount Enclosure.

Weight: 45 lbs

FEATURES

The Standard configuration comes with:

Certified
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SD-800-SL-E
HOIST CONTROLLER



SD-800-SL-E
HOIST CONTROLLER

DIMENSIONS ARE IN INCHES

FEATURES

The Standard configuration comes with:

Certified

Front Panel:

Built-in emergency switch with RJ45 as standard.

Pendant input connector, RJ45.

Power output connector: 2x Socapex 19 pins (SPX19).

Safety monitor: 4 status lights.

Rear Panel:

Power connector, 120/208V 3Ph, TL4-50-A-CS8375.

Circuit breaker: 4 for chain hoist.

Automatic reversal of series.

3RU rack mount enclosure .

Weight: 45 lbs.

SPX19 Direct Hoist Control
The SD-800-SL-E is an 8-channel control system designed for direct control of chain hoists. It features two 19-pin 
connectors for easy cable management. Each output provides 4 channels; the multi-pin connector can be used 
at the multi-cable end. This control also has a socket to connect an RJ45 hand control. This box has the capacity 
to control simultaneously 8 hoists of 1000 kg at full load (8000kg).

Its avant-garde design now allows interconnection (serial connection) between several controllers (a maximum 
of 4).

The SD-800-SL-E is offered with a standard automatic phase reversal. When the main power source is connected, 
the system is able to recognize the position of each controller and automatically assign its rank with the pendant, 
regardless of the configuration.

It can be used with an SD-100 as the main power distribution system and is capable of powering up to 6 units.

1-800-567-8245 | SHOWSDT.COM   
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VSD-DIS-30
POWER DISTRIBUTION



DISCONNECT VSD-DIS-30
POWER DISTRIBUTION

10’ Cam-Lok™ Single Pole Connector Input.

1x 30A Female Output, HBL 2723.

1x 30A Breaker.

Dimensions: 8.75” x 4.75” x 3.75” (220mm X 120 mm X 95 mm).

Weight: 20lbs.

FEATURES

This main Power Disconnect can accommodate one 30A breaker.

Compact design for hand-friendly gripping. Listed to CSA Standards for Portable Power Distribution.

Ideal for Touring, the VSD-DIS-30 is built to withstand the day to day rigors of life on the road and
will protect your equipment against voltage fluctuations.

The Standar configuration comes with:

DIMENSIONS ARE IN INCHES

BREAKER 30A

HANDLE

Certified
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VSD-DIS-50
POWER DISTRIBUTION



DISCONNECT VSD-DIS-50
POWER DISTRIBUTION

10’ Cam-Lok™ Single Pole Connector Input

1x TL4 50A Female Output, HBL-8364 CS

1x 50A breaker

Dimensions: 8.75” x 4.75” x 3.75” (220mm x 120 mm x 95 mm)

Weight: 24lbs 

FEATURES

This main Power Disconnect can accommodate one 50A breaker.

The design is compact, allowing for comfortable gripping. Listed to CSA Standards for Portable 
Power Distribution.

Built to withstand the daily rigours of life on the road, the VSD-DIS-50 is ideal for touring. will 
protect your equipment against voltage fluctuations.

The Standard configuration comes with:

DIMENSIONS ARE IN INCHES

BREAKER 50A

HANDLE

Certified
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VSD-DIS-60
POWER DISTRIBUTION



DISCONNECT VSD-DIS-60
POWER DISTRIBUTION

10’ Cam-Lok™ single pole connector input.

2x TL4 30A Female Output, HBL-2723.

2x 30A breakers.

Dimensions: 8.75” x 4.75” x 3.75” (220mm x 120 mm x 95 mm).

Weight: 36lbs.

FEATURES

This main Power Disconnect can accommodate two 30A breakers.

The design is compact, allowing for comfortable gripping. Listed to CSA Standards for Portable 
Power Distribution.

Built to withstand the daily rigours of life on the road, the VSD-DIS-60 is ideal for tours and will 
protect your equipment against voltage fluctuations.

The Standard configuration comes with:

DIMENSIONS ARE IN INCHES

2X BREAKERS 30A

HANDLE

 10" 

 6,13 

 10,59 

 8" 

 4,63 

 8,74 

Certified
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VSD-DIS-100
POWER DISTRIBUTION
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DISCONNECT VSD-DIS-100
POWER DISTRIBUTION

10’ Cam-Lok™ single pole connector input.

2x TL4 50A Female Output, HBL-8364 CS.

2x 50A breakers.

Dimensions: 8.75” x 4.75” x 3.75” (220mm x 120 mm x 95 mm).

Weight: 40lbs.

FEATURES

This main power disconnect can accommodate two 50A breakers.

The design is compact, allowing for comfortable gripping. Listed to CSA Standards for Portable 
Power Distribution.

Ideal for tours, the VSD-DIS-100 is built to withstand the day-to-day rigours of life on the road and 
will protect your equipment against voltage fluctuations.

The Standard configuration comes with:

DIMENSIONS ARE IN INCHES

2X BREAKERS 50A

HANDLE

 10" 

 6,13 

 10,59 

 8" 

 4,63 

 8,74 

Certified
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SD-100
POWER DISTRIBUTION



SD-100
POWER DISTRIBUTION

Circuit Breaker, 6x 50A, 1x 20A, 2x 15A.

Power Input Connector:

Single Pole Cam-Lok 120/208V 3Ph 200A with Pass Through.

Power Output Connector:

6x TL4-50A - CS8365.

4x HBL-2720.

2x Double U-Ground 120V with USB Port.

Dimension: 19'' x 10.40'' x 20.16''.

Weight: 75lbs.

FEATURES
The Standard configuration comes with:

DIMENSIONS ARE IN INCHES

Certified

The SD-100 is the power distribution essential to power a rigging system. It features multiple con-
nections, different types and sizes of connectors as well as a Cam-Lok input. 

The SD-100 is easy to customize depending on required voltage, connections, etc.

It features 3 pole breakers for the 3 phase 208V outlets, and single pole breakers for the 120V single 
phase outlets.

1-800-567-8245 | SHOWSDT.COM   
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S-TYPE
LOAD MONITORING



10,000 lbs capacity.

Male XLR-4 connectors.

0.02% Accuracy Class - NTEP Grade.

Application Versatility.

Steel Element.

IP67 Environmental Sealing.

Output Matched for Single or Multiple Load Cells.

One-Year Warranty.

FEATURES
The Standard configuration comes with:

EYE BOLT 3/4''

S TYPE
LOAD CELL

25,40
1"

30,16
1 3

16 "

16,67
0,66

271,46
10 11

16 "

76,20
3"

107,95
4 1

4 "

38,10
1 1

2 "

71,44
2 13

16 "

Recommended Peak 

Maximum Peak

Insulation Resistance

Operating Temperature Range 

Output

10V DC/AC

20V DC/AC

5,000 Meg-Ohms

-40ºC to 80ºC

2.9925 mV/V

RATED CAPACITIES

RATED OUTPUT (FSO ¹)

OUTPUT TOLERANCE

COMBINED ERROR BAND

NON-LINEARITY

HYSTERESIS 

NON-REPEATABILITY

ZERO BALANCE 

CREEP (20 MINUTES) 

PERFORMANCE
10 000 LBS

3.0 MVN 

± 0.25 % R.O.

≤ 0.03 % FSO¹

≤ 0.03 % FSO¹

≤ 0.03 % FSO¹

≤ 0.02 % FSO¹

± 1.0 % FSO¹

0.03 % OF LOAD 
¹  : FSO= FULL SCALE OUTPUT

TECHNICAL DATA

S TYPE
LOAD MONITORING
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S-type load cells are a low-cost, high-performance solution 
suitable for several applications, such as weighing and general 
force measurement.
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DOG BONE
LOAD MONITORING



DOG BONE
LOAD MONITORING

The Standard configuration comes with:

Capacity of 6500 lbs.

Double strain gauge sensor.

Unaffected by side-loading.

The standard XLR-5 connector.

Load Display:

6 digits 7-segment display.

Wall-mounted touch screen.

DLC-8, with a web-based interface.

Full stainless steel body
Recessed connector

Pin locked
instead of 
bolt lock

DIMENSIONS ARE IN INCHES

1.12”

4.74”

3.77”

2.40”

1.50”

FEATURES

Output

Supply voltage

Precision

Operating temperature

Compensated temperature

Safety factor

4-20 mA (3-wire)

14-40 VDC

±2% FSO

-50 to + 250ºF (-46 to +121ºC)

+60 to +160ºF (+15 to +71ºC)

10:1 @ 2 tons

PINS

1

2

3

4

5

BODY

COLOR

BLACK

GREEN

WHITE

N/A

N/A

SHIELD

UTILITY 

POWER 14-40 VDC

SIGNAL

OVDC

N/A

N/A

SHIELD

Lood Cell Dog Bone 6500LBS PinOut

TECHNICAL DATA
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The Dog Bone load cell improves upon the traditional load pin arrangement used to measure ten-
sile forces on cranes, hoists, and other lifting devices. The unique shackle body design consists of 
dual sensing elements built into each leg of the shackle and provides accuracy up to 0.15% over 
ranges from 1,000 to 6,500 lbs.



PICKLE-XLR-4
PENDANT



PICKLE-XLR-4
PENDANT

DIMENSIONS ARE IN INCHES

Certified

The Pickle Low Voltage Pendants feature a compact, ergonomic 
design with the operator’s comfort in mind. They are available 
with a single-speed button. It is equipped with an internal 
XLR-4 connector.

XLR-4  MALE 
CONNECTOR

PENDANT CONTROL 
2 PUSH BUTTON + E-STOP 

(PICKLE)

Integrated E-Stop Button.

4-Pin XLR-4 Socket Output.

Rated 24V Push Buttons.  

IP44-rated enclosure.

FEATURES

The Standard configuration comes with:

 2,05 

 3,69 XLR-4  MALE 
CONNECTOR

 9,32 

 10,35 

1-800-567-8245 | SHOWSDT.COM   

https://showsdt.com/en/index.html


VSD-DID-TL4
PENDANT



VSD-DID-TL4
PENDANT CONTROL 2 CHANNEL

DIMENSIONS ARE IN INCHES

Certified

The VSD-DID-TL4 Pendant Control offers the 
possibility to select one motor or two motors 
simultaneously. The pendant is powered by a 
30-amp disconnect, eliminating the need for an 
external hoist controller.

This special dual pickle for direct control hoist is 
easy to operate, capable of responding to a wide 
variety of demands, and is 100% safe and 
reliable in the implementation of runs and 
movements.

8' CABLE

FEMALE TL4
TWIST LOCK

MALE TL4
TWIST LOCK

3' CABLE

Integrated E-Stop Button.

8’ input cable.

Power Input Connector, 120/208V, 3Ph, TL4-30A , HBL-2721.

2 x 3’ output cable.

Power Output Connector, 2x TL4-20A — HBL-2423.

FEATURES

The Standard configuration comes with:

 4,12 

 6,29 

E -STOP

3 POSITIONS 
SELECTOR SWITCH

ROCKER 
SWITCH

 3,35 

 4,33 

 17,45 
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VSD-PRC-4
PENDANT



VSD-PRC-4
PENDANT CONTROL 4 CHANNEL

DIMENSIONS ARE IN INCHES

This manual pendant can run any of our 4-way 
hoist controllers. The pendant supplies an 
E-stop button and an on/off keyswitch as an 
option. 

The line is made of a durable yellow plastic 
with engraved markings. The line offers 
hardwired cable and detached cable models. 
They are used in all the applications. We can 
supply the pendant with either a Tajimi or 
Veam connector.

PISTROL GRIP
ENCLOSURE

3' OUTPUT CABLE

TAJIMI MALE PUSH-PULL
OPTIONAL : VEAM25

Integrated E-Stop Button.

Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons. 

IP44-rated enclosure.

FEATURES

The Standard configuration comes with:

 6,29 

 4,12 

4X ROCKER
     SWITCH

E-STOP GO BUTTON

 11,80 

 3,35 

 4,42 

Certified
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VSD-PRC-8
PENDANT



VSD-PRC-8
PENDANT CONTROL 8 CHANNEL

DIMENSIONS ARE IN INCHES

This manual pendant can run any of our 8-way 
hoist controllers. The pendant supplies an 
E-stop button and an on/off keyswitch as an 
option. 

Made of a durable yellow plastic with engraved 
markings. The line offers hardwired cable and 
detached cable models. They are used in all the 
applications. The pendant can be supplied with 
a Tajimi or Veam connector.

PISTROL GRIP
ENCLOSURE

3' OUTPUT CABLE

TAJIMI MALE PUSH-PULL
OPTIONAL : VEAM25

Integrated E-Stop Button.

Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons. 

IP44-rated enclosure.

FEATURES

The Standard configuration comes with:

 6,29 

 4,12 

4X ROCKER
     SWITCH

GO BUTTONE-STOP

RED LED

GREEN LED

 11,80 

 4,42 

 3,35 

Certified

1-800-567-8245 | SHOWSDT.COM   
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VSD-PRC-8-V25
PENDANT



VSD-PRC-8-V25
PENDANT CONTROL 8 CHANNEL

DIMENSIONS ARE IN INCHES

The Pendant Control 8 Channel is the operator interface 
for systems that control chain hoists and connect via a 
Tajimi or Veam connector. DThe design revolves around 
robust polyamide, polyester enclosures, and aluminum 
faceplates, incorporating an ergonomic handle.

The E-STOP protects the operation from undesired 
operation, the GO GREEN button turns ON the selected 
channels of the hoist control system, and the DIRECTION 
SWITCHES allow changing the direction of movement for 
each motor/hoist separately or in groups.

3' OUTPUT CABLE

2 HANDLES HEAVY DUTY 
ENCLOSURE

OUTPUT: TAJIMI
21-PUSH PULL

OPTIONAL : VEAM 25

Integrated E-Stop Button.

3' input cable.

Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons.

IP44-rated enclosure. 

Handles.

FEATURES

The Standard configuration comes with:
E-STOP

GO BUTTON

DOME
CONNECTOR

8X ROCKER SWITCH

 13,00 

 7,50 

 4,39 

 3,00 

Certified

1-800-567-8245 | SHOWSDT.COM   
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VSD-PRC-12-V25
PENDANT



VSD-PRC-12-V25
PENDANT CONTROL 12 CHANNEL

DIMENSIONS ARE IN INCHES

Certified

The Pendant Control 12 Channel is the operator 
interface for systems that control chain hoists and 
connect via Veam connector.

Designed around robust polyamide, polyester 
enclosures, and aluminum faceplates, this is an 
ergonomic design with a handle. The E-STOP protects 
the operation from undesired operation, the GO 
GREEN button turns ON the selected channels of the 
hoist control system, and the DIRECTION SWITCHES 
allow changing the direction of movement for each 
motor/hoist separately or in groups.

Integrated E-Stop Button.

3' input cable.

Veam 37 Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons .

IP44-rated enclosure.

Handles.

FEATURES

The Standard configuration comes with:

DOME
CONNECTOR

12X ROCKER SWITCH

GO BUTTON

E-STOP
 13,00 

 7,50 

 4,39 

 3,00 

1-800-567-8245 | SHOWSDT.COM   

CÂBLES DE SORTIE DE 3’

BOÎTIER AVEC DEUX
POIGNÉES ROBUSTES

SORTIE : VEAM 37
21 – POUSSER-TIRER
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VSD-PRC-16-V25
PENDANT



VSD-PRC-16-V25
PENDANT CONTROL 16 CHANNEL

DIMENSIONS ARE IN INCHES

Certified

The Pendant Control 16 Channel is the operator interface 
for systems that control chain hoists and connect via a 
Tajimi or Veam connector. 

Designed around robust polyamide, polyester enclosures, 
and aluminum faceplates, this is an ergonomic design with 
a handle. The E-STOP protects the operation from unde-
sired operation, the GO GREEN button turns ON the select-
ed channels of the hoist control system, and the DIRECTION 
SWITCHES allow changing the direction of movement for 
each motor/hoist separately or in groups.

2x 3' OUTPUT CABLE

2 HANDLES HEAVY DUTY 
ENCLOSURE

OUTPUT: 2x TAJIMI
21-PUSH PULL

OPTIONAL : VEAM 25

Integrated E-Stop Button.

2 x 3' output cable.

2 x Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons. 

IP44-rated enclosure .

Handles.

FEATURES

The Standard configuration comes with:

DOME
CONNECTOR16X ROCKER SWITCH

GO BUTTON

E-STOP
 17,34 

 7,50 

 4,39 

 3,00 

1-800-567-8245 | SHOWSDT.COM   
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VSD-PRC-24-V25
PENDANT



VSD-PRC-24-V25
PENDANT CONTROL 24 CHANNEL

DIMENSIONS ARE IN INCHES

Certified

The Pendant Control 24 Channel is the operator 
interface for systems that control chain hoists and 
connect via a Tajimi or Veam connector. 

Designed around robust polyamide, polyester 
enclosures, and aluminum faceplates, this is an 
ergonomic design with a handle. The E-STOP protects 
the operation from undesired operation, the GO 
GREEN button turns ON the selected channels of the 
hoist control system, and the DIRECTION SWITCHES 
allow changing the direction of movement for each 
motor/hoist separately or in groups.

3x 3' OUTPUT CABLE

2 HANDLES HEAVY DUTY 
ENCLOSURE

OUTPUT: 3x TAJIMI
21-PUSH PULL

OPTIONAL : VEAM 25

Integrated E-Stop Button.

3 x 3' output cable.

3 x Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons.

IP44-rated enclosure. 

Handles.

FEATURES

The Standard configuration comes with:

DOME
CONNECTORGO BUTTON

E-STOP
 17,34 

24X ROCKER SWITCH
24X RED LED

24X GREEN LED

 7,50 

 4,39 

 3,00 
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https://showsdt.com/en/index.html


VSD-PRC-32-V25
PENDANT



VSD-PRC-32-V25
PENDANT CONTROL 32 CHANNEL

DIMENSIONS ARE IN INCHES

Certified

The Pendant Control 32 Channel is the operator 
interface for systems that control chain hoists and 
connect via a Tajimi or Veam connector. 

Designed around robust polyamide, polyester 
enclosures, and aluminum faceplates, this is an 
ergonomic design with a handle. The E-STOP protects 
the operation from undesired operation, the GO 
GREEN button turns ON the selected channels of the 
hoist control system, and the DIRECTION SWITCHES 
allow changing the direction of movement for each 
motor/hoist separately or in groups.

4x 3' OUTPUT CABLE

2 HANDLES HEAVY DUTY 
ENCLOSURE

OUTPUT: 4x TAJIMI
21-PUSH PULL

OPTIONAL : VEAM 25

Integrated E-Stop Button.

4 x 3' output cable.

4 x Tajimi or Veam Connector Output.

Up/Down Rocker Switch 24V: Red and Green.

Go push buttons. 

IP44-rated enclosure. 

Handles.

FEATURES

The Standard configuration comes with:

DOME
CONNECTORGO BUTTON

E-STOP
 17,34 

32X ROCKER SWITCH
32X RED LED

32X GREEN LED

 7,50 

 4,39 

 3,00 
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PRC-16-MK2
CONTROL BOX



PRC-16-MK2
16 CHANNEL CONTROL BOX

DIMENSIONS ARE IN INCHES

Certified

Integrated E-Stop Button.

Up/Down Rocker Switch 24V: Red and Green.

1 x RJ45 Connector Output
(Tajimi or Veam adapters available on request).

Go push buttons. 

Handles.

Use the POE standard: iEEE 802.3at POE+.

FEATURES

The Standard configuration comes with:

1-800-567-8245 | SHOWSDT.COM   

 
13 3

16 "
335.0  

 
7 7

8 "
200.0  

POWER BUTTON

EMERGENCY
SWITCH

LED INDICATOR
TOGGLE
SWITCH Chain hoist control systems benefit from 

the design of the PRC-16-MK2 
16-channel control box. Its new 
technology allows connection via an RJ45 
connector. Tjami or Veam adapters are 
available on request.

Its design takes advantage of a robust 
polyamide construction, aluminum 
surface, and ergonomic handles, which 
makes it more economical.

The emergency switch protects the 
system from unwanted operation. The 
green power button activates the 
selected chain hoist channel. The 
direction switches allow you to change 
the direction of movement of each hoist 
individually or in groups.

 
4 1

2 "
114,7  

 
7 7

8 "
200,0  

 
3"

76,4 
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CUSTOM WINCH

ZERO FLEET-JZF 2000



ZERO FLEET-JZF 2000
CUSTOM WINCH

Lifting capacity : 900kg / 2000lbs

Safety factor :  6:1 

Flat black painted Sherwin Williams KEM-400

Gearmotor : 208V, 3PH, 60Hz

Custom drum : 8”

KEB electrical secondary brake 

Stromag limit switch : 4 ch

Slack wire detector

Custom pulley : 8”

Wires : 7 x 19 - 1/4” - 8  lifting lines

Traveling : 100’ 0”

Speed : 20 ppm 

Absolute encoder

FEATURES

The Standard configuration comes with:

1-800-567-8245 | SHOWSDT.COM   V2.1_0122

The ECHELON Zero-Fleet winch is one of JOEL Rigging's latest inventions, offered by SHOWSDT.

This product is the culmination of years of designing, creating, and perfecting hoists exclusively 
for the theatrical rigging industry.

The product's design was focused on achieving unrivaled strength, silent operation, long life, and 
maximum adaptability.

Manufactured by:

https://showsdt.com/en/index.html


ZERO FLEET-JZF 2000
CUSTOM WINCH

 
175.000in
4445mm

 

 27.559in
700mm

 12.692
REF

 4.000 

 106 
 10.000 

 110.125 

 27.980 
 34.980 

 24.071 

 31.885  5 
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Manufactured by:
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GENERAL PURPOSE HOISTS

ETC PRODIGY™



Certified

Lightweight - less load on the building and easier to install.

No additional lateral forces imposed on the building
- lateral forces neutralized in the compression tube.

Anywhere-positioning of loft blocks along compression tube 
so lift line placement is not dependent on building structural layout.

Programmable QuickTouch® Control Panel with user- friendly LCD
readout of hoist "name," hoist function, loading profile and 
operational status, preset position and current load.

Easy limit switch adjustment with LED visible light indicators.

Low noise operation.

UL Listed

FEATURES

The Standard configuration comes with:

ETC PRODIGY™
GENERAL PURPOSE HOISTS

ETC Prodigy™ hoists are designed to solve the problems associated with tight spaces by accessing 
curtains as well as scenery located high up. Thanks to their simple operation, they provide an inex-
pensive means of lifting heavy items.

SHOWSDT is certified as a retailer and installer of ETC rigging products. 

1-800-567-8245 | SHOWSDT.COM   
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Model N°

P650E

P800G

P1000E

P1300G

P1500E

P1900G

Circuits for lighting equipment optional

WLL

650lbs

800lbs

1000lbs

1300lbs

1500lbs

1900lbs

CIRCUIT

Up to 48

None

Up to 48

None

Up to 48

None

LENGTH

Up to 76'

Up to 76'

Up to 76'

Up to 76'

Up to 76'

Up to 76'

TECHNICAL DATA

RIGHT SIDE VIEW

ETC PRODIGY™
GENERAL PURPOSE HOISTS

1-800-567-8245 | SHOWSDT.COM   
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YO-YO HOIST



Contact JOEL for project-specific requirements

V2.1_0122

Manufactured by:

1-800-567-8245 | SHOWSDT.COM   

Available in 1,200 and 2,400 lbs loading capacity  

Available with up to 10 lift lines  

Versatile operation on 208, 230, 460 or 600 VAC 3 phase power  

Average Speed 25 FPM  

1/4" Wire Rope Size

FEATURES

The Standard configuration comes with:

YO-YO HOIST

Motorized Hoist

These YO-YO hoists are versatile and can be used for a variety of applications and mounting options, 
including installations on the floor, wall, and ceiling.

The construction of the winch, including its welded steel frame and mounting bracket, ensures 
stability and durability. It also features machined plates to ensure proper cable stacking, and a 
primary brake with a self-locking gearbox. As an option, it can be supplied with a secondary brake to 
be installed on a common shaft with the drum.

FRONT VIEW

SIDE VIEW

https://showsdt.com/en/index.html


HELICAL DRUM BLOCK



LINE SHAFT HOIST COMPONENT

JOEL Rigging's motorized helical drum hoists can be adapted to the required rope diameter and 
stroke system.

They are designed to integrate into complete driveshaft lifting systems.

Painted black

Available with right or left hand

Available for 3/16" to 3/4" cable

Can be installed upright or underhung

FEATURES

The Standard configuration comes with:

DRUM BLOCK
HELICAL

V2.1_0122

Manufactured by:

1-800-567-8245 | SHOWSDT.COM
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DRUM BLOCK

RIGHT SIDE VIEW

FRONT VIEW

TOP VIEW

V2.1_0122

HELICAL

Manufactured by:

1-800-567-8245 | SHOWSDT.COM   
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RAIN COVER
FOR CM HOIST



RIGGING ACCESSORIES

SHOWSDT RAIN COVER FOR CM - RMCLK010

SHOWSDT rain covers are designed for Columbus McKinnon 
Classic and New Gen Lodestar chain hoists in motor-up 
configuration.

Made from 840D PVC-coated woven polyester with two resin 
layers. A 4 cm Velcro side flap and elastic skirt keep the cover 
secure around the hoist.

Standard in black; other colors available on request.

MATERIAL

840 Nylon PVC Coated  

28–31% elongation value  

Test UNI ISO 13934-1:2000  

N 502 medium breaking load value  

Test UNI 4818:1992 p.te 9

MEASUREMENTS

Width: 54 cm | Length: 44 cm

Skirt: 9 cm

Weight: 0.35 kg

Volume: 54 x 35 x 63 cm

TECHNICAL DATA

1-800-567-8245 | SHOWSDT.COM   

RAIN COVER FOR CM HOIST
LARGE

COVER OPENING

https://showsdt.com


RAIN COVER
FOR TR HOIST



RAIN COVER FOR TR HOIST
RIGGING ACCESSORIES

SHOWSDT LIFTKET MOTOR COVER VHOUMOT

SHOWSDT rain covers are compatible with Liftket, Stageket, 
Chain Master, Movecat, Tour Rig, and CM Lodestar chain hoists 
in motor-up mode.

They protect against weather with 840D PVC-coated woven 
polyester and dual resin layers. Velcro side flap and elastic 
skirt ensure a secure fit.

Standard in black; other colors available upon request.

MATERIAL

840 Nylon PVC Coated

28-31% elongation value

Test UNI ISO 13934-1:2000

N 502 medium breaking load value

Test UNI 4818:1992 p.te 9

MEASUREMENTS

W: 61 cm | L: 52 cm | D: 34 cm

Weight: 0.35 Kg

Volume: 62 x 35 x 10 cm

TECHNICAL DATA

LARGE

1-800-567-8245 | SHOWSDT.COM   

COVER OPENING
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CHAIN BAGS
MAX OF 22 METERS OF 7 X 22MM CHAINS



 CHAIN BAG SMALL
RIGGING ACCESSORIES

SHOWSDT CHAIN BAG VCSBD2458-13.4

The smallest standard SHOWSDT 13.4” chain bag is designed for chains between 4mm and 7mm.

The bottom of the bag features a unique design where two straps crisscross, ensuring maximum 
loading capacity and preventing the bottom from falling through, even with very long chains.

The chain bag is equipped with a plastic bottom plate featuring drainage holes, and it is supplied with 
snap hooks.

BELT

Polypropylene 5 cm belt  

25–27% elongation  

240 filaments  

Minimum breaking strength: 1100 kg  

Melting point: 175 °C

FABRIC

840 Nylon PVC Coated  

28–31% elongation value  

Test UNI ISO 13934-1:2000  

N 502 medium breaking load value  

Test UNI 4818:1992 p.te 9

MEASUREMENTS

Opening: 17x20 cm  

Length: 34 cm  

SWL: 120 kg – 265 lbs  

Weight: 0.88 kg  / Volume: 18x21x6 cm

TECHNICAL DATA

13.4"

1-800-567-8245 | SHOWSDT.COM   

CAPACITY

10 x 28 load chain :

 6 m @ 50% | 10 m (98ft) @ 75% | 12 m @ 100%

7.9 x 21.7 load chain :

 12 m @ 50% | 18 m (59ft) @ 75% | 25 m @ 100%

7 x 22 load chain :

 15 m @ 50% | 22 m (72ft) @ 75% | 30 m @ 100%

6.3 x 18.9 load chain

 18 m @ 50% | 27 m (88ft) @ 75% | 36 m @ 100%

https://showsdt.com


CHAIN BAGS
MAX OF 30 METERS OF 7 X 22MM CHAINS



 CHAIN BAG MEDIUM
RIGGING ACCESSORIES

SHOWSDT CHAIN BAG VCSBD2458-16.5

The medium size SHOWSDT 16.5” chain bag is designed for chains between 5mm and 8mm.

The bottom of the bag features a unique design where two straps crisscross, ensuring maximum loading 
capacity and preventing the bottom from falling through, even with very long chains.

The chain bag is equipped with a plastic bottom plate featuring drainage holes, and it is supplied with 
snap hooks.

BELT

Polypropylene 5cm belt

25-27% elongation value

240 filaments

1100 kg Minimum Breaking Point

175 ° Celsius melting point

FABRIC

840 Nylon PVC Coated

28-31% elongation value

Test UNI ISO 13934-1:200

N 502 medium breaking load value

Test UNI 4818:1992 p.te 9

MEASUREMENTS

Opening: 17x20 cm

Length: 42 cm

SWL: 120 kg - 265 lbs

Weight: 0.97 Kg / Volume: 18x21x7cm

TECHNICAL DATA

16.5"

CAPACITY

10 x 28 load chain :

 8 m @ 50% | 12 m (39ft) @ 75% | 16 m @ 100%

7.9 x 21.7 load chain:

 17 m @ 50% | 26 m (85ft) @ 75% | 35 m @ 100%

7 x 22 load chain:

 20 m @ 50% | 31m (102ft) @ 75% | 40 m @ 100%

6.3 x 18.9 load chain

 24 m @ 50% | 36 m (118ft) @ 75% | 48 m @ 100%

1-800-567-8245 | SHOWSDT.COM   
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CHAIN BAGS
MAX OF 54 METERS OF 7 X 22MM CHAINS



 CHAIN BAG LARGE
RIGGING ACCESSORIES

SHOWSDT CHAIN BAG VCSBD2458-29.5

The largest standard SHOWSDT 29.5” chain bag is designed for chains between 6.3mm and 10mm.

The bottom of the bag features a unique design where two straps crisscross, ensuring maximum 
loading capacity and preventing the bottom from falling through, even with very long chains.

The chain bag is equipped with a plastic bottom plate featuring drainage holes, and it is supplied with 
snap hooks.

TECHNICAL DATA

FABRIC

840 Nylon PVC Coated  

28–31% elongation value  

Test UNI ISO 13934-1:2000  

N 502 medium breaking load value  

Test UNI 4818:1992 p.te 9

MEASUREMENTS

Opening: 17x20 cm  

Length: 75 cm  

SWL: 120 kg – 265 lbs  

Weight: 1.20 kg / Volume: 18x21x10 cm

BELT

Polypropylene belts: 5 cm + 8 cm  

25–27% elongation  

240 filaments  

Minimum breaking strength: 1100 kg  

Melting point: 175 °C

29.5"
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CAPACITY

10 x 28 load chain :

 17 m @ 50% | 25 m (82ft) @ 75% | 34 m @ 100%

7.9 x 21.7 load chain :

 27 m @ 50% | 40 m (131ft) @ 75% | 73 m @ 100%

7 x 22 load chain :

 36 m @ 50% | 54 m (177ft) @ 72% | 70 m @ 100%

6.3 x 18.9 load chain :

 70 m @ 50% | 70 m (230ft) @ 75% | 94 m @ 100%
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AUTOMATION
CONSOLES & HOIST CONTROLLERS

FOR MOTORIZED RIGGINGS

SHOWSDT.COM
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RAYNOK IMPERIUM
CONSOLE D’AUTOMATION



PLATEAU À
CLAVIER FERMÉ

RAYNOK IMPERIUM
CONSOLE D’AUTOMATION

La console Raynok Imperium est un tableau de bord compact mais puissant doté d’un ordinateur 
avec Windows intégré, d’un processeur IntelMC et d’un arrêt d’urgence intégré en option.

Processeur : 1 processeur IntelMC i7

Moniteur : 1 écran tactile capacitif TFT avec 2 sorties externes HDMI

Boutons Macro : 6 dédiés / 1 roue

Leviers de commande : 1 levier à axe simple

Souris : USB externe

Action maintenue : en tout temps avec témoins d’activité

Systèmes de contrôle de l’arrêt automatique : Contrôles actifs intégrés pour 

MARCHE / ARRÊT / RÉINITIALISATON

Lumière de travail : une lumière avec gradateur

Système d’alarme : alerte sonore programmable

Plateau de clavier : permet de cacher le clavier lorsqu’il n’est pas utilisé

Câbles inclus : Câble de données / Arrêt d’urgence 30’, cordon d’alimentation régional

Ports USB : 2 ports externes

Ports réseau : 2 chaque pour NETA et B

Source d’alimentation : Bloc d’alimentation universel avec isolant 90-230 V 50/60 Hz

CARACTÉRISTIQUES

La configuration standard comprend :

Certifié
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ACCESSOIRES

Malle de transport

 24" 

 42" 

 44" 

203,20
8"

482,60
19"

552,08
21,74

523,47
20,61

482,60
19"

RAYNOK IMPERIUM
CONSOLE D’AUTOMATION

Certifié

1-800-567-8245 | SHOWSDT.COM



RAYNOK IMPERIUM
LOGICIEL POUR LA CONSOLE D’AUTOMATION

La console IMPERIUM comprend le logiciel Raynok  pour un produit compact et riche en 
fonctionnalités.

Personnalisez votre console avec des boutons ou des listes, créez des macros, accédez à toute 
votre équipement en même temps ou concentrez-vous sur un seul moteur, configurez les 
contraintes et le verrouillage des commandes pour protéger le processus et bien plus encore. 
Raynok est facile à configurer, personnalisable, intuitif et créatif. C’est le seul logiciel dont vous 
aurez besoin pour contrôler votre équipement de scène. Un véritable atout pour l’art du 
mouvement et votre production.

Type de logiciel : 
Solution de contrôle pour équipement scénique 
et de divertissement.

Développeur :
Niscon Inc., Burlington, Ontario, Canada

Applications :
Théâtres, concerts, tournées, studios de télévi-
sion, numéros de cirque, performances aéri-
ennes, soutien animatronique, musées, arénas, 
boîtes de nuit, sculptures kinétiques et bien 
plus encore.

Versions / modèles :
R2D pour le mouvement de base, R3D pour 
mouvement 3D et aérien.

Installation maximale :
327 moteurs, 6 consoles, 1 serveur, 3 systèmes 
d’arrêt d’urgence interverrouillés.

Installation maximale sans fil :
118 moteurs, 5 consoles et 1 serveur.

DONNÉES TECHNIQUES

Nombre maximale de performances :
14 (6 lignes simples et 8 lignes multiples).

Connexions externes et transmission des données : 
Transmet les données de position, exécute les 
commandes ou partage les statuts via DMX par 
interface USB, DMX par ArtNET, PosiStageNet 
ou notre propre gestionnaire de commande 
externe via UDP.

Équipements contrôlés : 
Palans à câble, palans à chaîne, palans 
Performer, SpiraliftMC, SerapidMC, systèmes 
hydrauliques, pneumatiques, rouleaux (rideaux), 
bannières, praticables, trolleys, rouleaux à câble 
et bien plus encore.

Formation :
1 à 2 jours pour les opérations de base, 4 à 5 jours 
pour les performances aériennes, 1 à 2 jours pour 
l’entretien et le soutien, 2 jours supplémentaires 
pour former le formateur.

Certifié
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MICRO+G2
CONSOLE D’AUTOMATION



CONSOLE D’AUTOMATION

Processeur : 1 processeur Intel™ i5 Haswell 

Moniteur : 1 écran TFT Capacitif Actif de 10" chacun

Boutons Macro : 4 dédiés

Manettes : 2 manettes de type paddle, assignables à une variété de commandes

Action maintenue : Actif à tout moment 

Systèmes de contrôle de l’arrêt automatique : Commandes intégrées actives 

pour la réinitialisation (RESET)

Système d’alarme : Alarme sonore et visuelle configurable

Accessoires inclus : Mallette de transport/rangement avec insert en mousse 

Ports USB : 2 ports externes

Ports réseau : 2 chaque pour NETA et B

Source d’alimentation : Bloc d’alimentation universel avec isolant 90-230 V 50/60 Hz

CARACTÉRISTIQUES

La configuration standard comprend :

Certifié

MICRO+G2

La console d’automation Micro+G2 apporte de nouvelles caractéristiques améliorées pour une 
prise en main plus ergonomique.

Cette version comprend 2 joysticks offrant des mouvements d’une grande fluidité, mais aussi deux 
boutons HTR (Hold to run) pour les commandes manuelles.

La Micro+G2 est la console parfaite pour tous les lieux où l’opérateur a besoin de mobilité, tel que 
les arènes, les grands comme les petits théâtres, etc.

Arrière

Avant
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Certifié

CONSOLE D’AUTOMATION

MICRO+G2

JOYSTICK #1
-CONTRÔLE VITESSE VARIABLE

JOYSTICK #2
-CONTRÔLE VITESSE VARIABLE

BOUTON 
-D'ARRET D'URGENCEBOUTON STOP 

-D'ARRET DE MOUVEMENT 

BOUTON ES RESET
-RÉINITIALISATION DU SYSTÈME

BOUTON GO
-ENVOIE DE SÉQUENCE

BOUTON PC PWR
-DÉMARRAGE DE L'ORDINATEUR

BOUTON HELM PWR
-DÉMARRAGE DE LA CONSOLE

BOUTON JOY 2 ENABLE
-ACTIVATION DU JOYSTICK #2

BOUTON JOY 1 ENABLE
-ACTIVATION DU JOYSTICK #1

BOUTON HTR
-ACTIVATION DE ''L'HOMME MORT'' 

CONNECTEUR USB 
-2X CONNECTEUR USB TYPE A

1-800-567-8245 | SHOWSDT.COM
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LOGICIEL POUR LA CONSOLE D’AUTOMATION

MICRO+G2

La console IMPERIUM comprend le logiciel Raynok  pour un produit compact et riche en 
fonctionnalités.

Personnalisez votre console avec des boutons ou des listes, créez des macros, accédez à toute 
votre équipement en même temps ou concentrez-vous sur un seul moteur, configurez les 
contraintes et le verrouillage des commandes pour protéger le processus et bien plus encore. 
Raynok est facile à configurer, personnalisable, intuitif et créatif. C’est le seul logiciel dont vous 
aurez besoin pour contrôler votre équipement de scène. Un véritable atout pour l’art du 
mouvement et votre production.

Type de logiciel : 
Solution de contrôle pour équipement scénique 
et de divertissement.

Développeur :
Niscon Inc., Burlington, Ontario, Canada

Applications :
Théâtres, concerts, tournées, studios de télévi-
sion, numéros de cirque, performances aéri-
ennes, soutien animatronique, musées, arénas, 
boîtes de nuit, sculptures kinétiques et bien 
plus encore.

Versions / modèles :
R2D pour le mouvement de base, R3D pour 
mouvement 3D et aérien.

Installation maximale :
327 moteurs, 6 consoles, 1 serveur, 3 systèmes 
d’arrêt d’urgence interverrouillés.

Installation maximale sans fil :
118 moteurs, 5 consoles et 1 serveur.

DONNÉES TECHNIQUES

Nombre maximale de performances :
14 (6 lignes simples et 8 lignes multiples).

Connexions externes et transmission des données : 
Transmet les données de position, exécute les 
commandes ou partage les statuts via DMX par 
interface USB, DMX par ArtNET, PosiStageNet 
ou notre propre gestionnaire de commande 
externe via UDP.

Équipements contrôlés : 
Palans à câble, palans à chaîne, palans 
Performer, SpiraliftMC, SerapidMC, systèmes 
hydrauliques, pneumatiques, rouleaux (rideaux), 
bannières, praticables, trolleys, rouleaux à câble 
et bien plus encore.

Formation :
1 à 2 jours pour les opérations de base, 4 à 5 jours 
pour les performances aériennes, 1 à 2 jours pour 
l’entretien et le soutien, 2 jours supplémentaires 
pour former le formateur.

Certifié

1-800-567-8245 | SHOWSDT.COM
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SD-BED
CONTRÔLE POUR PALAN À CHAÎNE



SD-BED
CONTRÔLE POUR PALAN À CHAÎNE

Le SD-BED est équipé de l’interface idéale pour gérer les différents produits offerts par SHOWSDT. 
Il permet aux systèmes d’arrêt d’urgence intégrés aux systèmes Raynok Variable de fonctionner 
ensemble en toute simplicité. Utilisé de pair avec les consoles d’automation sécuritaire Imperium 
de SHOWSDT, le SD-BED est un système complet d’arrêt d’urgence.

TOUTES LES DIMENSIONS SONT EN POUCES

Arrêt d’urgence

2x Déclencheurs externes d’arrêt d’urgence

Diagnostic sur panneau avant

Fonctionnement Maître / Esclave

Ports de fibre optique principal et de secours

Signal d’arrêt d’urgence (en mode esclave)

Auto-réinitialisation (en mode esclave)

Poids : 40 lbs

CARACTÉRISTIQUES

La configuration standard comprend :

1x Entrée d’alimentation PowerCon 16 A

6x Ports de communication EtherCON RJ45

7x Sorties audio femelles XLR-4 pour l’arrêt d’urgence

1x Entrée audio mâle XLR-4 pour l’arrêt d’urgence

2x Sorties de déclenchement femelles XLR-6 pour l’arrêt d’urgence

2x Duo NeutrikOpticalCon

OPTIONS DE CONNEXIONS

Homologué

 19" 

 3RU 

 17,37 
 19,05 
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CONTRÔLEUR DE MOTEUR À CHAINE

DRIVE BOX MK4



Certifié

 

DRIVE BOX MK4
CONTRÔLEUR DE MOTEUR À CHAINE

CONTRÔLEUR DE MOTEUR À CHAINE ASSERVI

CARACTÉRISTIQUES
La configuration standard comprend :

*disponible également avec les normes européennes (CEE Form / 32A)

Connecteurs LK8 et LK13 (veam)

Connecteur d'alimentation HBL2425  / 20A*

4RU

L : 482.4mm / H : 76.095mm/ P : 420mm
(boîtier avec les crochets H :171.0mm)

Poids : 17kg 

220v/10A/60hz/3HP ou 440v/15A/50Hz/7.5HP

Lecteur des statuts par un indicateur lumineux

Vendue avec 2 crochets pour montage sur structure

 : 

Le contrôleur de palan à chaine asservie MK4 permet un fonctionnement à vitesse variable et une 
position complète pour commande de palan électrique à chaine.

Le Drive box MK4 est fourni dans un boîtier en aluminium résistant et se compose de deux 
systèmes de refroidissement permettant une aération optimale.

Son système est équipé d'un automate Raynok qui permet d’atteindre un degré élevé de précision 
et de fluidité.

Le logiciel de contrôle Raynok utilise un système Ethernet en boucle fermée avec le régulateur de 
vitesse. Il possède une fonctionnalité de lecture de cellule de charge qui signale une surcharge ou 
à l’inverse lorsque la charge est considérée trop légère.

Il est possible d’effectuer la configuration de multiples paramétrages avec un boitier numérique 
externe portatif Key Pad allant jusqu’à 3 versions de paramètres distinctes.

En cas d’urgence, il est possible de passer en mode manuel afin d’assurer un fonctionnement de 
base des équipements en fonction.

VUE AVANT

VUE ARRIÈRE
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VITESSE VARIABLE

TOUR LIFT GF 250kg



VITESSE VARIABLE

Le Tour Lift GF 250 kg est le palan à vitesse variable ultime, acclamé pour ses caractéristiques innovantes 
et son maniement incroyablement flexible. Les deux freins indépendants et le système de surcharge 
breveté qui protège l'entraînement et la chaîne en font le palan à vitesse variable le plus fiable du marché.

Le Tour Lift GF 250 kg est équipé d'un boîtier externe permettant une vitesse variable allant de 0 pied /min 
à 115 pieds/min. Son démarrage et son arrêt en douceur ainsi que son fonctionnement très silencieux en 
font le choix idéal pour les tournées ainsi que pour les installations permanentes telles que les théâtres, les 
musées, les studios de télévision et les salles de spectacle. Facile à installer, simple à configurer et de con-
ception ergonomique et compacte, le Tour Lift GF 250 kg a la capacité de démarrer et d'arrêter la rampe, 
de la positionner et de varier sa vitesse pour un effet artistique maximal.

Capacité maximale de 250 kg (551 lbs)

Précision jusqu'à 0,1 mm

Plaque de suspension

Opération très silencieuse

Roue à chaîne lisse à 5 pignons

Accélération et décélération contrôlées par vecteur

Double frein et encodeur incremental pour la sécurité et la précision

Système de secours entièrement intégré contournant le contrôleur

Boîtier de commande externe avec IHM intégrée

Compatible avec les normes BGV C1

Taille de la chaîne : 7 mm X 22 mm

Vendu avec la Drive Brox MK4

CARACTÉRISTIQUES

La configuration standard comprend :

Certifié

TOUR  LIFT GF 250 kg
AUTOMATION

SK070-19 C1

 14 
 75 

 431 

 532 

 299 

 294 
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VITESSE VARIABLE

TOUR LIFT GF 500kg



VITESSE VARIABLE

Le Tour Lift GF 500kg est un palan à vitesse variable acclamé pour ses caractéristiques innovantes et son 
maniement incroyablement flexible. Les deux freins indépendants et le système de surcharge breveté qui 
protège l'entraînement et la chaîne en font le palan à vitesse variable le plus fiable du marché.

Le Tour Lift GF 500kg est équipé d'un boîtier externe permettant une vitesse variable allant de 0 pieds/min 
à 84 pieds/min. Son démarrage et son arrêt en douceur ainsi que son fonctionnement très silencieux en 
font le choix idéal, autant pour les tournées que pour les installations permanentes, tel que les théâtres, 
les musées, les studios de télévision et les salles de spectacle. Le Tour Lift GF 500kg est facile à installer, 
simple à configurer et de conception ergonomique et compacte. Il a aussi la capacité de démarrer et 
d'arrêter la rampe, de la positionner et de varier sa vitesse pour un effet artistique maximal.

Capacité maximale de 500 kg (1102.3 lbs)

Précision jusqu'à 0,1 mm

Plaque de suspension

Opération très silencieuse

Roue à chaîne lisse à 5 pignons

Accélération et décélération contrôlées par vecteur

Double frein et encodeur incremental pour la sécurité et la précision

Système de secours entièrement intégré contournant le contrôleur

Boîtier de commande externe avec IHM intégrée

Compatible avec les normes BGV C1

Taille de la chaîne : 7 mm X 22 mm

Vendu avec une Drive Box MK4

CARACTÉRISTIQUES

La configuration standard comprend :

TOUR  LIFT GF 500 kg
AUTOMATION

SK070-13 C1

 14 
 75 

 431 

 532 

 299 

 294 

Certifié
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TOUR LIFT GF 1000 kg
VITESSE VARIABLE



TOUR  LIFT GF 1000 kg
AUTOMATION

SB8-3 10V
VITESSE VARIABLE

Le Tour Lift GF 1000kg un palan à vitesse variable acclamé pour ses caractéristiques innovantes et son 
maniement incroyablement flexible. Les deux freins indépendants et le système de surcharge breveté qui 
protège l'entraînement et la chaîne en font le palan à vitesse variable le plus fiable du marché.

Le Tour Lift GF 1000kg est équipé d'un boîtier externe permettant une vitesse variable allant de 0 pieds/min 
à  57 pieds/min. Son démarrage et son arrêt en douceur ainsi que son fonctionnement très silencieux en 
font le choix idéal autant pour les tournées que pour les installations permanentes, tel que les théâtres, les 
musées, les studios de télévision et les salles de spectacle. Le Tour Lift GF 1000kg est facile à installer, simple 
à configurer et de conception ergonomique et compacte. Il a aussi la capacité de démarrer et d'arrêter la 
rampe, de la positionner et de varier sa vitesse pour un effet artistique maximal.

Capacité maximale de 1000 kg (2200 lbs)

Précision jusqu'à 0,1 mm

Plaque de suspension

Opération très silencieuse

Roue à chaîne lisse à 5 pignons

Accélération et décélération contrôlées par vecteur

Double frein et encodeur incremental pour la sécurité et la précision

Système de secours entièrement intégré contournant le contrôleur

Boîtier de commande externe avec IHM intégrée

Compatible avec les normes BGV D8, BGV D8+ et BGV C1

Taille de la chaîne : 7 mm X 22 mm

Vendu avec une Drive Box MK4

CARACTÉRISTIQUES

La configuration standard comprend :

 14 
 75 

 431 

 532 

 299 

 294 

Certifié
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VITESSE VARIABLE

TOUR LIFT GF 7500kg B15-C1



VITESSE VARIABLE

Le Tour Lift est le palan à vitesse variable par excellence, salué pour ses caractéristiques innovantes et son 
incroyable souplesse d'utilisation. Les deux freins indépendants et le système de surcharge breveté qui 
protège l'entraînement et la chaîne en font le palan à vitesse variable le plus fiable du marché.

Le Tour Lift GF7500 kg est équipé d'un boîtier externe permettant une vitesse variable de 0 à 18 pied
par minute.

 Son démarrage et son arrêt en douceur ainsi que son fonctionnement très silencieux en font le choix idéal 
autant pour les tournées que pour les installations permanentes, tel que les théâtres, les musées, les 
studios de télévision et les auditoriums. Le Tour Lift GF B15-C1 est facile à installer, simple à configurer et 
de conception ergonomique et compacte. Il a aussi la capacité de démarrer et d'arrêter la rampe, de la 
positionner et de varier sa vitesse pour un effet artistique maximal.

Capacité 7500Kg (16 535 lbs)

Précision jusqu'à 0,1 mm

Plaque de suspension

Opération très silencieuse

Roue à chaîne lisse à 5 pignons

Accélération et décélération contrôlées par vecteur

Double frein et encodeur absolu pour la sécurité et la précision

Système de secours entièrement intégré contournant le contrôleur

Boîtier de commande externe avec IHM intégrée

Compatible avec les normes BGV C1

Taille de la chaîne : 17,3 mm X 48 mm

CARACTÉRISTIQUES

La configuration standard comprend :
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TOUR  LIFT 7500 kg
AUTOMATION

GF B15-C1

Certifié



TOUR  LIFT 7500 kg
AUTOMATION

GF B15-C1

vue dessus

vue avant

vue côté

8 5
8 "

220mm

 
18 7

8 "
479mm 

 
26 3

8 "
671mm 

 
41 1

4 "
1048mm 

 
21 5

8 "
548mm 

 
22 3

8 "
567mm 

2 1
4 "

56mm 

 
19 5

8 "
500mm 

Certifié
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STAGING, RISERS & LIFTS
STAGE RISERS, ELEVATING PLATFORMS, STAIRS,

RAILINGS, ORCHESTRA PIT NETS, TROLLEYS
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STAGING, RISERS & LIFTS
STAGE RISERS, ELEVATING PLATFORMS, STAIRS,

RAILINGS, ORCHESTRA PIT NETS, TROLLEYS
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EL PRESIDENTE
STAGE RISERS



EL PRESIDENTE
STAGE RISER

ADVANTAGES:

Flexibility: The platforms are held together by a Dual Lock type 
attachment system, allowing for a uniform surface. Installation is 
simplified by using a single hex key for tightening the legs and 
connecting the Dual Lock connectors.

Space saver:  Each unit is only 3 inches thick (75 mm), allowing for 
storage in tight spaces. Save even more space with our 
easy-to-move storage and transport cart.

Durability: Whether it’s a Dual Lock attachment, a leg mounting 
bracket, or even a damaged extrusion section, these components 
can be unbolted from the platform and replaced with a new part, 
without having to replace the entire unit.

Modulability : It is possible to create any desired configuration, 
almost without limits. It will adapt to your setup needs.

Reliability: The El Presidente platform has a simple and solid 
design and also includes a first-rate 1-year warranty against 
manufacturing defects.

Dual Lock

6061-T6 aluminum alloy extrusion

3/4” (18 mm) birch plywood

Supports a load of 100 lbs/sq. ft.

Made in Canada in our workshops

Options :

Custom-made: Possibility to produce various sizes, heights and shapes

The surface can be flame-retardant for added safety

Different finishes and colors available on request

FEATURES

The Standard configuration comes with:

3/4'' BIRCH PLYWOOD 

DUAL LOCK
FASTENER

EXTRUDED
ALUMINUM

ALUMINUM
SQUARE LEG
2'' X 2'' X 1/8''

The El Presidente platform by SHOWSDT's is designed for indoor use and has a load capacity of 100 
lbs per square foot. Its lightweight and modern design is appreciated in many events.

With its extruded aluminum concept, it allows for the attachment and securing of multiple 
accessories or scenic elements using unistrut bolts.

This model comes with six square aluminum legs, providing great stability. Additional 
configuration options are available. It can also be paired with accessories such as stairs, leveling 
pads, ramps, carts, guardrails, stage skirts, chair stops, wheel adapters, etc.

https://showsdt.com


2’ X 4’

2’ X 8’

3’ X 8’

43,5 lb / 19,8 kg

81 lb / 36,75 kg

107lb / 48,5kg

0,61 m X 1,22 m

0,61 m X 2,44 m

0,92 m X 2,44 m

STANDARD UNIT WEIGHTS AND SIZES

4’ X 4’

4’ X 6’

4’ X 8’

69lb / 31,2kg

94lb / 42,6kg

120lb / 54,4kg

1,22 m X 1,22 m

1,22 m X 1,83 m

1,22 m X 2,44 m

Note: Custom sizes available upon request

ACCESSORIES

EL PRESIDENTE
STAGE RISER

An assortment of accessories is also available:
tairs, ramps, transport carts, crossbars, guardrails, stage skirts, chair stops, wheel adapters, etc.

1-800-567-8245 | SHOWSDT.COM   



SCAPIN
STAGE RISERS



SCAPIN

Dual Lock

6061-T6 aluminum alloy extrusion

1” (24 mm) Baltic birch plywood

Load capacity of 100 lbs/sq. ft.

Made in Canada in our workshops

Options :

Custom-made: various sizes, heights and shapes available

Surface can be flame-retardant for added safety

Different finishes and colors available on request

FEATURES

The Standard configuration comes with:

1'' (24 mm) BIRCH
PLYWOOD 
HARDWOOD FINISH

DUAL LOCK
FASTENER

DUAL LOCK
FASTENING

EXTRUDED
ALUMINUM

ALUMINUM
TUBE

ADVANTAGES :
Flexibility:  TThe stage risers are held together by a Dual Lock type 

fastening system, allowing for a uniform surface. Installation is 
simplified using a single hex key to tighten the legs and connect 
the Dual Lock connectors.

Space saver:  Each unit is only 4 inches thick (100 mm), making it easy 
to store in tight spaces. Save even more space with our 
easy-to-move storage and transport cart.

Durability: Whether it’s a Dual Lock attachment, a leg bracket, or a 
damaged extrusion section, these components can be unbolted 
from the riser and replaced individually — without replacing the 
entire unit.

Modurality: It is possible to create all desired configurations, with 
almost no limits. It will adapt to your setup needs.

Reliability: The Scapin stage riser has a simple and solid design. Its 
parts are easily replaceable and it also comes with a first-rate 
1-year warranty against manufacturing defects.

The Scapin stage riser by SHOWSDT is one of the most durable on the market thanks to its quality 
components such as aluminum extrusion and its 1" (24 mm) Baltic birch plywood top. It can be 
used both indoors and outdoors.

The Scapin stage riser is modular thanks to its Dual Lock fastening system and its various formats. 
It can be used to create stage structures, multi-level risers, podiums, etc. A round stage is available 
with this model.

In its standard version, it comes with four round aluminum legs with protective foot caps and has 
a load capacity of 100 lbs per square foot. It can also be paired with accessories such as stairs, 
leveling pads, ramps, carts, guardrails, stage skirts, chair stops, wheel adapters, etc.

STAGE RISER
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SCAPIN

2’ X 4’

2’ X 6’

2’ X 8’

3’ X 4’

3’ X 6’

48lb / 22kg

63lb / 29kg

81lb / 37kg

63lb / 29kg

84lb / 38kg

0,61 m X 1,22 m

0,61 m X 1,83 m

0,61 m X 2,44 m

0,92 m X 1,22 m

0,92 m X 1,83 m

STANDARD UNIT WEIGHTS AND SIZES

3’ X 8’

4’ X 4’

4’ X 6’

4’ X 8’

110lb / 50kg

77lb / 35kg

107lb / 49kg

135lb / 61kg

0,92 m X 2,44 m

1,22 m X 1,22 m

1,22 m X 1,83 m

1,22 m X 2,44 m

Note: Custom sizes available upon request

ACCESSORIES

An assortment of accessories is also available:
stairs, ramps, transport carts, crossbars, guardrails, stage skirts, chair stops, wheel adapters, leveling 
pads, etc.
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MD5012
STAGE RISERS



MD5012
The MD5012 stage riser was developed by combining the best features of our most popular 
models: Scapin and El Presidente. This combination created a riser with the highest load capacity 
for your events. It is possible to attach and secure a variety of accessories or scenic elements using 
unistrut bolts. This riser is ideal for semi-permanent installations and outdoor stages.

Dual Lock

6061-T6 aluminum alloy extrusion

A356-T6 cast aluminum corners

ø1.66” round legs

1” (24 mm) Baltic birch plywood

Uniform load of 250 lbs/sq. ft. (4’ x 6’ model)

Concentrated load of 1,800 lbs at the center on a 6'' x 6'' surface

Made in Canada in our workshops

Maximum leg height: 24”

Options :

Multiple sizes, heights, shapes and accessories available

The surface can be flame-retardant for added safety

FEATURES

The Standard configuration comes with:

1'' BALTIC BIRCH PLYWOOD
HARDWOOD FINISH

DUAL LOCK
FASTENING

EXTRUDED
ALUMINUM

DUAL LOCK
FASTENER

ALUMINUM TUBE

CAST
ALUMINUM
CORNER

ADVANTAGES :
Flexibility: The risers are held together by a Dual Lock type attachment 

system, allowing for a uniform surface. Installation is simplified by 
using a single hex key to tighten the legs and connect the Dual Lock 
connectors.

Space saver:  : Each unit is only 4 inches thick (100 mm), allowing 
storage in tight spaces. Save even more space with our 
easy-to-move storage and transport cart.

Durability: Whether it's a Dual Lock connector, a leg mounting 
bracket, or even a damaged extrusion section, these elements can 
be unbolted from the riser and replaced with new parts — without 
replacing the entire unit.

Modurality: All configurations are possible, with virtually no limits. It 
will adapt to your specific setup needs.

Reliability: The MD5012 stage riser has a simple and solid design. 
Parts are easy to replace, and it includes a first-rate 1-year 
warranty against manufacturing defects.

STAGE RISER
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MD5012

2’ X 4’

2’ X 6’

2’ X 8’

3’ X 4’

3’ X 6’

57 lb / 26 kg

80 lb / 36 kg

100 lb / 46 kg

75 lb / 34 kg

103 lb / 47 kg

0,61 m X 1,22 m

0,61 m X 1,83 m

0,61 m X 2,44 m

0,92 m X 1,22 m

0,92 m X 1,83 m

STANDARD UNIT WEIGHTS AND SIZES

3’ X 8’

4’ X 4’

4’ X 6’

4’ X 8’

130 lb / 59 kg

91 lb / 41 kg

126 lb / 57 kg

161 lb / 73 kg

0,92 m X 2,44 m

1,22 m X 1,22 m

1,22 m X 1,83 m

1,22 m X 2,44 m

Note: Custom-made sizes available on request.

ACCESSORIES

An assortment of accessories is also available:
Stairs, ramps, transport carts, crossbars, guardrails, stage skirts, chair stops, wheel adapters, etc.
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STAGE GUARDRAIL



3 FEET
STAGE GUARDRAIL

Dimension:  

Weight: 

Load Capacity:

Material: 

Color/paint:

FEATURES
3' 6” x 2’ 11'' - 1 067 mm x 889 mm

30 lb - 13.61 kg

50 lb (22.68kg) / linear ft as per IBC 

Steel

Black or natural finish

The Standard configuration comes with:

This 3' 6” x 2’ 11” stage guardrail is designed for 
public use. Suitable for theatres of all sizes, it is 
available in different finishes, in black or natural 
coating.
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4 FEET
STAGE GUARDRAIL

Dimension:  

Weight: 

Load Capacity:

Material: 

Color/paint:

FEATURES
3' 6'' x 3' 11” - 1 067 mm x 1 194 mm

38 lb - 17.24 kg

50 lb (22.68kg) / linear ft as per IBC 

Steel

Black or natural finish

The Standard configuration comes with:

This 3' 6” x 3’ 11” stage guardrail is designed 
for public use. Suitable for theatres of all 
sizes, it is available in different finishes, in 
black or natural coating.
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8 FEET
STAGE GUARDRAIL

Dimension:  

Weight: 

Load Capacity:

Material: 

Color/paint:

FEATURES
3' 6”  x 7' 10'' - 1 067 mm x 2 388 mm

82 lb - 37.19 kg

50 lb (22.68kg) / linear ft as per IBC 

Steel

Black or natural finish

The Standard configuration comes with:

This 3' 6” x 7’ 10” stage guardrail is 
designed for public use. Suitable for 
theatres of all sizes, it is available in 
different finishes, in black or natural 
coating.

 
42 1

4 "
1073  

 
48 1

8 "
1222  
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2388  

20"
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CHAIR GUARD
STAGING ACCESSORIES

Each chair guard is equipped with three fasteners

Compatible with 8'x8'

Other sizes available on special order

Can be set up by one person, without tools

Made in Canada

FEATURES

Standard configuration includes:
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DIMENSIONS ARE IN INCHES

 94" 

 94,22 

 7" 

4 1
4 "

The durable SHOWSDT chair guards are made of aluminum and are equipped with high-impact resistant 
plastic end caps.
They can be used with our El Presidente and Scapin stage riser models.  



MOVE & STORE CARTS
STAGING ACCESSORIES

I

4 casters (2 with brakes, 2 without brakes)

Easy setup and dismantling

Can be set up by one person, without tools

Compatible with 4'x8' stage risers or other sizes

Provides storage space for 6 stage risers in total

FEATURES

Standard configuration includes:
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DIMENSIONS ARE IN INCHES
4"

TYP.

 31.5" 

 46" 

 43 3
16 " 

 52" 

 57,94 

SWIVEL WHEELFIXED WHEEL

This transport cart allows you to move and store up to 6  SHOWSDT  stage risers at once.
They move easily and help you save transport time over short distances.
Carts can be custom-built to meet project needs.



TRANSPORT CASTER SYSTEM
STAGING ACCESSORIES

4 sets of legs with casters

Easy setup and dismantling

Can be set up by one person, without tools

Compatible with 8'x8' stage risers or other sizes

Provides storage space for up to 9 stage risers

FEATURES

Standard configuration includes:
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6,35
1
4 "

190,50
7 1

2 "
152,40

6"
152,40

6"

2'' X 6'' WHEEL
WITH BRAKE
CAPACITY 1000 LBS

SHOWSDT  transport casters are designed to be added to SHOWSDT stage risers to create a mobile stage 
riser. The legs and casters are positioned under the stage risers to form a transport system. They are sold 
separately from the stage risers.



SHOWLIFT DURING INSTALLATION AT MASSEY HALL

The ShowLift is a stage riser or performance platform 
with adjustable height. It can be used in many settings 
where surface levels must be adapted for various 
events.

The ShowLift can be built to meet different travel 
distances, sizes, shapes, and finishes, as it is a fully 
custom-made product.

To move the ShowLift, you may use a 12" drill adapter, 
a fixed-speed motor with limit switches, or a motion 
control system with pre-set configurations.

The ShowLift supports a maximum live static load of 5 
kN/m² (104.43 psf) on the deck, and a maximum 
concentrated load of 3 kN over a 300 mm² surface 
(675 lbs/psf).

Designed and manufactured in Canada.

SHOWLIFT

V2.1_0422

THERIO INNOVATION

Call us if you'd like further details.
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HYDRAULIC DOLLY LIFT
PLATFORM
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HYDRAULIC DOLLY LIFT

DIMENSIONS ARE IN INCHES

The Standard configuration comes with:

UP POSITION

DOWN POSITION

 8
35 8"

 M
A

X 

 2
31 8"

 M
IN

 

HYDRAULIC “STAGE LIFT” PLATFORM – AVAILABLE FOR RENT ONLY

Thanks to its robust construction and powerful This 
model combines strength and performance. Its robust 
construction and powerful hydraulic system ensure 
smoother and safer operation.

Equipped with a transport frame that can be leveled, 
the platform can be moved and stabilized based on the 
specific needs of an event.

The hydraulic scissor mechanism allows the platform to 
move from a minimum height of 4' (122 cm) to a 
maximum of 6' (183 cm), with variable lift speed.

The Stage Lift platform can be controlled via the Raynok 
automation system, either with an Imperium console 
or the portable Raynok HC101B controller.

16 feet per minute

Size 90''x 90''.

Lifting capacity 4000Lbs

Input power TL4 / 30 amps / three phase / 220v

Programmable size position

Adjustment cylinders

Stroke limiter

Steel elements

Platform weight without dolly: 2500lbs

FEATURES



TRUSS & STRUCTURES
LOAD BEARING STRUCTURES,

TENSION GRIDS, PIPES, FLOORS

SHOWSDT.COM

https://showsdt.com/


PIPE GRID
TRUSS & STRUCTURE

https://showsdt.com


PIPE GRID / STATIC RIGGING

The static rigging components and systems manufactured by JOEL Theatrical are ideal for pipe grids 
or drapery battens.
Loads can be supported with chain or cable slings, which are connected with shackles and JOEL 
Theatrical pipe clamps.

Black

Available for all beam sizes

SWL up to 1 ton per point

Available with chain or cable slings.

FEATURES

The standard configuration includes:

PIPE GRID

Manufactured by:



RIGHT SIDE VIEWFRONT VIEW

PIPE GRID

Manufactured by:
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MEGA GRID LOCK
TRUSS & STRUCTURES

https://showsdt.com


The Mega-Gridlock is intended for a permanent installation in theatres and studios. It creates a 
90-degree connection between two overlapping pipes. Like a wrench, the side grooves prevent 
the nut from twisting during installation.

Any combination of 1-1/2" pipes (1.9" OD), 1-1/4" pipes (1.66" OD), and 2" OD tubes can be 
fastened (tight fit on 2" OD tubes).

Minimum Size: 1.25" pipe, (1.66" OD)

Maximum Size: 1.5" pipe, (1.90" OD), 2" OD tube

Working Load Limit: 1250 lbs 568kg

Dimensions: 3.65" × 3.65" × 4.375" max height

Weight: 1.03 lbs

FEATURES

The Standard configuration comes with:

MEGA GRID LOCK



Model N°

MGM Mega-Gridlock 

MGB Mega-Gridlock

MGMSS Mega-Gridlock 

MGW Mega-Gridlock

Silver

Black Anodized

Stainless Steel Hardware, Silver

White Powder Coat

TECHNICAL DATA

SIDE VIEWFRONT VIEW TOP VIEW

MEGA GRID LOCK

1-800-567-8245 | SHOWSDT.COM
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PIPE CLAMP
TRUSS & STRUCTURE



PIPE CLAMP
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Model N°

2814-J

2815-J

2816-J 

Description

1.25" (31.75 mm) Joel pipe clamp

1.5" (38.1 mm) Joel pipe clamp

2" (50.8 mm) Joel pipe clamp

SWL*

750 lbs (340 kg)

750 lbs (340 kg)

750 lbs (340 kg)

*SWL: maximum load that can be applied to the pipe clamp which is in "like new" condition and has been properly installed, maintained, and operated.

Weight

1 lb (0.45 kg)

1 lb (0.45 kg)

1 lb (0.45 kg)

TECHNICAL DATA

JOEL Theatrical Pipe Clamps provide a secure connection to a pipe batten by fully encircling it to 
prevent the connection from sliding.

They are used for counterweights, dead hang rigging, pipe grids, fire curtains, and scenery sus-
pension.

Steel clamps with black finish

Full clamps have rounded corners

Supplied with 3/8" x 1 1/4" grade 5 bolts, lock washers and nuts 
and a 7/16" hole to connect a shackle.

12-gauge steel pipe clamps

FEATURES
3 
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HD CLEVIS HANGER
TRUSS & STRUCTURE



SIDE VIEW FRONT VIEW

HD CLEVIS
HANGER
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HEAVY DUTY CLEVIS HANGER

Clevis hangers are the best option to support any pipe-based configuration, such as 
front-of-house lighting pipe grids or German-style curtain pipe installations.

They are manufactured to high standards and exceed the lifting capacities offered by competing 
markets.

Painted Black

Load Capacity of 500 lbs each

1 1/2" Standard pipe Size

Available options:

3/8" and 1/2" Threaded Rods

2" Standard pipe Size

FEATURES

The Standard configuration comes with:

https://showsdt.com


TENSION GRID
TRUSS & STRUCTURE



IMAGES ABOVE: SEMI CIRCULAR CLEAR SPAN TENSION GRID

TENSION WIRE GRID / STEEL CABLE GRID

A tension grid is used to create a working surface 
above an open area. These systems are designed to 
provide access to equipment without the risks 
associated with working at heights.

The grid surface allows free movement of personnel 
while eliminating fall hazards.

In theatres, this allows flexible lighting and audio 
installations that would normally be extremely 
difficult with traditional catwalk systems. The woven 
surface is effectively transparent to lighting and 
sound.

In commercial environments, these systems make it 
possible to access mall atriums, lobbies and casinos 
without the need for lifts or interrupting activities 
below.

JOEL Rigging designs and manufactures tension grids 
in modular and clear span configurations, according 
to project-specific requirements.

1/8" Cables, weaved on 2" centres

20 lbs/square foot load capacity

Frame painted black

Black cable available

Site repairs can be completed with a crimping tool

Higher load capacity available upon request

FEATURES

The Standard configuration comes with:

TENSION GRID

Manufactured by:

V2.1_0122



TENSION GRID

PLAN VIEW

SIDE VIEW
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Manufactured by:

V2.1_0122

ELEVATION: (TYPICAL: CUSTOM FABRICATED ACCORDING TO PROJECT REQUIREMENTS)
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CURTAINS & TRACKS
CURTAINS CONFECTIONS, 

TRACKS AND MOTORS, GROUND SUPPORTS,
ACCESSORIES FOR DRAPERIES

SHOWSDT.COM

https://showsdt.com/


CURTAINS



CURTAINS

Complete stage dressing

Drapes and stage curtains

Legs and borders

Stage skirts

Cycloramas

Backdrops

Traveler curtains

Masking for trusses

Show LED curtains

Projection screens

COMPLETE STAGE DRESSING

With over 20 years of experience in curtain manufacturing, SHOWSDT is able to offer the most complete, extensive, 
and highest quality options on the market.
From stage curtains to speaker covers, our stage dressing remains unmatched in terms of quality and installation.
No matter the size of the stage or the type of venue, SHOWSDT’s sewing and installation services leave nothing to 
chance, down to the smallest detail, to bring the stage and the show to life.
Our variety of curtains includes options for colour/texture, size, flame retardancy, staging, and much more!
Thanks to our professional services, more than 200 fabric varieties offered, and full project support, SHOWSDT is the 
obvious choice for all your stage curtain needs.

Expert, flawless installation

Our sewing and installation services work together to ensure that 
your curtains fully meet your specifications.
Our experts are qualified to take precise measurements so that 
your curtains are perfectly installed.
We pay the same attention to detail and work with the same 
professionalism whether it’s for a large theater or a smaller-scale 
event.

Project: National Art Center in Ottawa



Cotton and synthetic velour IFR – FR

Blackout satin IFR

Cotton muslin and canvas duck

Felt & Fleeces

Metallic Chiffon

Scrims & Opera nets

Synthetic fabrics

Stretch fabrics

Projection fabrics

Lamé & special scenic fabrics

FABRICS IN STOCK

Other colours, fabrics and finishes available.
Please contact us for additional information.

CURTAINS

Accessories

SHOWSDT is without a doubt the ultimate one-stop shop 
for all your stage dressing needs. We offer a wide range 
of accessories to allow you to install or enhance your 
stage curtains: tiebacks, cloth ties and sash cords, velcro, 
truss covers, curtain chains and clips, and more.

Dante Sapphire BlueNavy Blueblack

Red 007 Burgundy

Volcano Grey

Metallic fabrics

Black Scrim White Scrim

Cyclorama

Emerald Green

Gold

Sheer Voilage

1-800-567-8245 | SHOWSDT.COM   V2.1_0122
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Dante Sapphire Blue Navy Blueblack

Red 007 Burgundy
Volcano Grey

Metallic fabrics

Black Scrim White Scrim

CycloramaEmerald Green Gold

Sheer Voilage



MOTORIZED AUTOMATIC CURTAIN DRAW MACHINE

SHOWSDT offers motorized curtain machines, ideal for 
use with acoustic banners and stage curtains.

They allow operation at 160 ft/min of a Greek-style 
curtain system or achieve a total travel of 90 feet for the 
longest curtain installations.

Supplied with end limit switches and, optionally, 
unlimited stop points in between, the system includes a 
10" diameter drum, with an external support for long 
service life. The motorized and automated machines 
can be adapted to fit custom projects.

Three-phase motor

Operation at 208VAC, other voltages available upon request

End limit switches

Cable tension device

Mounted on a common support plate

Operating line speed of 80 ft/min, variable speed available

Encoder available for precise curtain control

Compact dimensions to maximize storage space in the false proscenium

FEATURES

The Standard configuration comes with:

CURTAIN MACHINE



FRONT VIEW

TOP VIEW

CURTAIN MACHINE

TOP VIEW

V2.1_01221-800-567-8245 | SHOWSDT.COM

MOTORIZED AUTOMATIC CURTAIN DRAW MACHINE



ADC TRACKS



ADC
TRACKS, CARRIERS AND ACCESSORIES

Contact us today for all of your track and curtain needs.

2800 (AL) TRACK CHANNEL

1700(AL) TRACK CHANNEL

1400(AL) CHANNEL

Aluminum extrusion. Obtainable in unspliced lengths up to 24'

2800-AL is constructed from12-gauge aluminum. Holes can be drilled along the top of 
the track channel for direct ceiling attachment.  Suspended tracks require Model 2808 
hanging clamps for mounting.

Size Approximately: 2-5/8" wide x 2-3/4" high

Weight:  2800AL Channel 1' - 15 oz.

Aluminum extrusion. Obtainable in unspliced lengths up to 26'

1700-AL made of 12-gauge aluminum. Holes can be drilled for direct ceiling mounting.

Size Approximately: 1-3/4" wide x 2" high.

Weight:  1700AL Aluminum Track   1' - 9 oz.

Aluminum extrusion. Obtainable in unspliced lengths up to 20'

11-gauge extruded aluminum. Can be curved on site to a recommended minimum 
radius of 2' (depending on layout). The center flange prevents the hanger from tipping.

Size Approximately: 1" wide x 2-1/2" high.

Weight:  1400AL Channel 1' - 10 oz.
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SHOWSDTo�ers a variety of curtain tracks customizable according to the needs of di�erent projects.

The most commonly used ADC tracks are 2800 (AL), 1700 (AL) and 1400 (AL), each with distinct shapes and sizes to cover a range 
of di�erent application speci�cations. However, there are also many other models adaptable to your needs.

SHOWSDT iis authorized to provide ADC tracks, supports and all other ADC accessories.

https://showsdt.com/en/index.html


GROUND SUPPORT
STAGING SYSTEMS

https://showsdt.com


Dimensions:

Diameter:

Weight:

Finish: 

3'' at collar / 2" exterior tube

Varies depending on the model

Aluminium

7’ / 17’3 SECTIONS :9’ / 16’8’ / 14’7’ / 12’6’ / 10’5’ / 8’4’ / 7’3’ / 5’ 8’ / 20’2 SECTIONS :

VERTICAL TELESCOPIC UPRIGHT

TECHNICAL SPECIFICATIONS: 
Outer aluminum pipe is 2'' o.d. An ingenious ball ring system 
makes it easy to position the upper sliding upright at the 
desired height. Various sizes of uprights are available 
depending on the desired final height.

Uprights are made of two sliding tubes inserted one in the other that make it possible to easily 
adjust the height of a ground support system. The vertical uprights are held in place with the 
bases and pins. No tools needed.

VERTICAL TELESCOPIC UPRIGHT

TECHNICAL SPECIFICATIONS:
3/16" thick steel plate with three holes drilled to position 
the pin strategically according to the system’s layout. The 
pins are made of steel. Various sizes of bases and pins are 
available depending on the vertical upright used. Bases and 
pins are sold separately.

The SHOWSDT ground support system consists of bases and uprights, either adjust-
able or fixed, depending on the needs. Its modularity allows for numerous configu-
rations to create a backdrop, a control booth cover, to dress or divide a room.

Dimensions:

Thickness:

Weight (all):

Finish: 

24'' x 24''

3/16"

29.8 lb / 13.5 kg

18'' x 18''

3/16"

16.2 lb / 7.4 kg

AluminiumMate black painted

BASE PINS

for telescopic upright: 
2” x 8”

for fixed upright: 
1.5” x 6”

FLAT BASE WITH PIN
Steel plate allowing, with the help of a pin, to support the vertical 
uprights of a ground support structure.

GROUND SUPPORT SYSTEMS
STAGING 

1-800-567-8245 | SHOWSDT.COM   
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Lenght:

Diameter:

Weight:

Finish: 

1½”

Varies depending on the model

Aluminium

9’ / 16’8’ / 14’7’ / 12’6’ / 10’4’ / 7’3’ / 5’

HORIZONTAL TELESCOPIC SLIDER

TECHNICAL SPECIFICATIONS: 
Outer aluminum pipe is 1''1/2 o.d. A clip system is integrated to 
lock the width of the slider. Various sizes of sliders are available 
depending on the desired final width of each section.

Slider made of two aluminum tubes, inserted one into the other and sliding, allowing easy width 
adjustment for a ground support system. The horizontal sliders are held in place with hooks that 
fit into the slots at the top of the vertical uprights.

Dimensions:

Diameter:

Weight:

Finish: 

1½” (base)

Varies depending on the model

Aluminium

12’10’8’6’4’3’

FIXED VERTICAL UPRIGHT

TECHNICAL SPECIFICATIONS: 
Simple 1½” aluminum tubing. This upright does not allow for 
height adjustment. Various sizes of vertical uprights are avail-
able depending on the desired final height.

Upright made of one simple aluminum tube with a 1½” diameter and four slots at the top to 
receive the horizontal bars. The vertical uprights are held in place with the bases and pins.

GROUND SUPPORT SYSTEMS
STAGING 
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SAND BAGS
ACCESSORIES FOR 

STAGING GROUND SUPPORT SYSTEMS



SAND BAGS
ACCESSORIES
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SADDLEBAG

Weight:

Dimensions

Material:

Content:

MEDIUM

25 lbs / 11 kg

15" x 24"
25 x 61 cm

Cordura

Silica sand

SMALL

20 lbs / 9 kg

14" x 22"
36 x 56 cm

Cordura

Silica sand

EXTRA-SMALL

15 lbs / 6,8 kg

10" x 24" 
25 x 61 cm

Cordura

Silica sand

LARGE

30 lbs / 14kg

16"x24"
40.6cm x61cm

Cordura

Silica sand

BASE PLATE

Weight:

Dimensions

Material:

Content:

LARGE

35lbs / 16kg

24"x24"
61cm x61cm

Cordura

Silica sand

SMALL

20lbs / 9kg

18"x18"
46cm x46cm

Cordura

Silica sand

BOTTLE STYLE

Weight:

Dimensions

Material:

Content:

Ring:

LARGE

20lbs / 9kg

11’’x26’’
28cm x66cm

Cordura

Sable de silice

3" (7.6 cm) galvanized steel ring

SMALL

15lbs / 6.8kg

8’’x26’’
20cm x66cm

Cordura

Silica sand

3" (7.6 cm) galvanized steel ring

https://showsdt.com/


FIRE CURTAINS
FIRE CURTAINS, MOTORS, 
FIRE SAFETY EQUIPMENT

SHOWSDT.COM
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FIRE SAFETY

NON-ASBESTOS PROSCENIUM

FIRE CURTAINS



FIRE CURTAINS
NON-ASBESTOS PROSCENIUM

CENTER IN THE SQUARE -KITCHENER 

IBC (International Building Code-2006)

NFPA Life Safety Code 101 (2009)

NFPA 5000 Building Construction and Safety Code (2009)

NFPA 80 Standard for Doors and Other Opening Protectives (2010)

ANSI E1.22 Entertainment Technology - 
Fire Curtain Systems (2009) -- Except 3.3.2

MEA # 217-00-M (City of New York, Dept. of Buildings)

1997 & Earlier (UBC, SBCCI, BOCA)

CODES

The fire curtains meet or exceed the following:

SHOWSDT offers fire curtains and stage friezes of unrivalled quality for a permanent installation. 
They are installed on prosceniums to protect spectators from fire.

Quality controls are carried out at every stage of production to make them even safer.

These curtains meet or exceed applicable fire and safety requirements, and are made from 
non-flammable materials (see ASTM E 136). Fire curtains and thermal friezes are available in beige 
or black.

The fabric is asbestos-free.

FIRE SAFETY

Manufactured by:

1-800-567-8245 | SHOWSDT.COM
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FIRE SAFETY
FIRE CURTAINS

NON-ASBESTOS PROSCENIUM

ELEVATION: (TYPICAL: CUSTOM FABRICATED ACCORDING TO PROJECT REQUIREMENTS)

Manufactured by:

1-800-567-8245 | SHOWSDT.COM
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FIRE CURTAIN MOTOR
POWER DISTRIBUTION



FIRE CURTAIN MOTOR

Fire curtain motor with hydraulic control

The motor allows speed-controlled raising and lowering of the curtain in case of emergency, with 
a continuous load capacity of 227 kg up to 499 kg (1,100lbs) with a 30' stroke in the standard 
version. The weight of the hoses is very important for the correct operation of the motor and the 
release of the system.

The motor is equipped with a key-operated control station and a control system. Flexible operation 
on three-phase voltages of 208, 230, 460 and 600 VAC.

Requires a complete fire curtain release line system to operate correctly.

V2.1_0122Contact us for project specific requirements
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ELECTRONIC RELEASE STATION
FOR FIRE CURTAINS



V2.1_0122

ELECTRONIC RELEASE STATION
FOR FIRE CURTAINS

Manufactured by:

The building's fire alarm system and the fire curtain 
are linked by the EFCR22 system. This enables the fire 
alarm to trigger deployment of the fire curtain in the 
event of a fire scenario.

The EFCR22 will release the fire line when it receives a 
signal from the system, allowing the curtain to seal the 
proscenium opening by descending naturally. For 
total protection, the EFCR22 operates in parallel with 
standard fire curtain release stations and fusible links.

The device is fitted with a battery back-up, enabling it 
to operate in the event of a power failure.

Industry-typical single-use ETL devices are now 
replaced by the resettable EFCR22.

Resettable

Manual Release button

2 Hour Battery Backup

FEATURES

The Standard configuration comes with:

Certified

1-800-567-8245 | SHOWSDT.COM
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EMERGENCY RELEASE SYSTEM
FOR FIRE CURTAINS



Station with emergency manual release mechanism

The fire curtain release mechanism maintains continu-
ous tension in the system, enabling it to be activated 
instantly in an emergency. This mechanism is posi-
tioned on the rigging.

The fire curtain connected to the substation will deploy 
automatically when the device is manually released. 
This device will be installed as part of a complete fire 
curtain system.

Three levels of protection can be provided by installing 
manual and motorized fire curtains, as well as fire alarm 
connections. No special training is required, as the 
system can be manually reset by the operator.

Push the handle to the left to release

Pull down on the black handle to reset

Wall mounted

FEATURES

The Standard configuration comes with:

EMERGENCY RELEASE SYSTEM

V2.1_0222

Manufactured by:

FOR FIRE CURTAINS

1-800-567-8245 | SHOWSDT.COM
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SAFETY & TOOLS
HARNESS, LANYARDS, BEAM CLAMP... 

PLUS A VARIETY OF STAGING TOOLS

SHOWSDT.COM



SECURITY HARNESSES
PRO & CONTRACTOR SERIES



Product N°

V8006110

Model Nº

FBH-60110B

Trauma strap

Yes

Class

AP

Harness Weight

4 lbs.(1.8kg)

Buckle Type

Chest & Legs Stab lock
Torso Friction

D-Ring Location

1 Back
2 Sides

TECHNICAL DATA

SHOWSDT offers safety equipment for working at height. The standard harness model is the Pro 
Series Harness (V8006110), providing unrivaled comfort all day long.

Hi-Viz green top and black bottom are easily distinguishable

Five points of adjustment provide an ideal fit (two - legs, 
two - torso, and one - chest)

Padded shoulder, back, and leg straps provide all-day comfort

Included trauma straps help reduce the effects of
suspension trauma 

Fall indicator for easier inspection before use

Available as a harness and belt or just the harness

Meets or exceeds all applicable OSHA standards

Certified to both ANSI Z359.11 and CSA Z259.10 standards

FEATURES

The Standard configuration comes with:

HARNESS
PRO SERIES 

FRONT VIEW
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HARNESS
CONTRACTOR SERIES 

Product N°

V8002200

Model Nº

FBH-10020A

Trauma strap

No

Class

A

Harness Weight

3 lbs. (1.4kg)

Buckle Type

Chest Pass-Thru
Legs Grommet
Torso Friction

D-Ring Location

1 Back

TECHNICAL DATA

We supply life safety equipment for working at heights, in addition to designing and installing the infrastructure required for 
attaching this equipment. Call us for additional information.

The most popular and most affordable model is the multi-functional Contractor Series  
(V8002200).

High-visibility color

Five-point of adjusment for a universal fit

Available with or without a belt. Belts can be added and 
removed.

Two lanyard parks on the chest strap for easy storage of the lanyard

Fall indicator for easier inspection before use

130 to 310 lbs. capacity (60 to 141kg)

Certified to CSA Z259.10

FEATURES

The Standard configuration comes with:

FRONT VIEW
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SAFETY LANYARDS



Approved for use in vertical and horizontal applications

Tested and approved for foot level tie-off

Additional testing over alternate leading edge materials

Carabiner hook included for attachment to anchor point

Aluminum housing for maximum durability

3/16" (5mm) galvanized cable lifeline

LE minimum fall clearance: 13 ft. (4m)

Certified to CSA Z259.2.2-98 for non-Leading Edge applications

FEATURES

The Standard configuration comes with:

LANYARDS

Product N°

V8455330

Model Nº

SRL-53302-20LE

Lifeline Type

3/16" (5mm) 

Capacity

300 lbs. (136kg)

Length

20' (6m)

Weight

7 lbs. (3 kg)

Hook Style

3/4" Snap Hook

TECHNICAL DATA

SAFETY

FRONT VIEW

We supplies life safety equipment for working at heights in addition to designing and installing the infrastructure 
required for attaching this equipment to. Ask us for additional information.

The safety lanyard is the vital connecting element between the complete harness and the anchor. SHOWSDT 
o�ers Peakworks lanyards manufactured to CSA standards.
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CHAIN FALL HOIST
JET ONE TON



CHAIN HOIST - Model # L90X-1002 - 10' LIFT - 1 TON.

CHAIN FALL HOIST
JET ONE TON

The strongest chain hoist available!

Exclusive Class V+ load chain is the world's strongest grade

Provides unparalleled safety for the most demanding applications

Chrome Molybdenum load gears for maximum strength
and resistance to shock

Load sheave is designed for long wear with uniform pockets
for correct chain contact

Drop forged hooks are designed to bend slowly
to warn of overload

Rolled edge on hand wheel cover acts as a chain guide and allows
smooth operation even when pulling the hand chain at an angle

Positive ratchet, screw and discs are completely enclosed
to protect the brake mechanism

Non-asbestos wet friction brake discs will not slip
even  when oil is present

Electrostatic powder coated before assembly to protect 
against rust and corrosion

Capacity unaffected by temperatures up to -40ºC 
with suitable winter lubrication

Tested to 150% of rated capacity

FEATURES

The Standard configuration comes with:

NOTE:
Custom Hoists are available in any length desired. Ask us for details!
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https://showsdt.com


BEAM CLAMP
JET ONE TON



Robust, all steel construction

Can be adjusted to fit securely on a wide range of flange
and beam widths

Meets ANSI B30.11 specifications (certificate included)

Tested to 125% of rated capacity

Built in suspension bar provides ultra-low headroom

Extension kits available for use on larger beam widths

FEATURES

The Standard configuration comes with:

BEAM CLAMP
ONE TON

JET VBC-1 Beam Clamp
Jet's one-ton VBC-1 beam clamp is the ideal tool for lifting and transferring heavy loads. Its sturdy 
all-steel structure can support a wide variety of materials, making it perfect for construction, 
industrial and manufacturing applications.

Its compact, lightweight design makes it easy to use in tight spaces, while its robust construction 
ensures reliable operation in the most demanding environments. The adjustable jaw opening can 
be adapted to suit your needs. The Jet VBC-1 can easily lift one-ton loads.

1-800-567-8245 | SHOWSDT.COM
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SAFETY BEAM CLAMP



SAFETY BEAM CLAMP

BEAM CLAMP
SAFETY

Product N°

V8222150

Model Nº

CP-11010-3

Product Name

Aluminum 
Super Sliding Beam

Size of beam

3.5" to 12"
(88.9mm to 304.8mm)

Style

Sliding

TECHNICAL DATA

We supply life safety equipment for working at heights, in addition to designing and installing the infrastructure required for
attaching this equipment. Call us for additional information.

Without the need for any equipment, these safety beam anchors are designed to be attached to an 
overhead structure. Simply size the attachment to the bottom flange of the beam, secure it in place, 
and you're done. Beam anchors provide a secure and useful way to attach to the upper beams. 

This sliding version can follow the user to prevent a pendulum fall. The breaking strength of this 
model is 5000 lbs (22kN).

FRONT VIEW
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ORCHESTRA PIT NET



There are many different fall hazards and dropped-object possibilities in theater settings. Any 
theater must prioritize ensuring the security of its actors, crew, and patrons. Your operation's 
success depends on it.

To address the particular dangers of a theater setting, SHOWSDT provides safety devices for 
theaters of all sizes, orchestra pit nets, catwalk safety systems, and forestage guards work together 
to provide total security. The professionals in theatrical netting at SHOWSDT can assist in bringing 
your theater into compliance while ensuring the security of both performers and spectators. 

Products tailored to your requirements.

ORCHESTRA PIT NET
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CONTACTS

info@showsdt.com
ventes@showsdt.com
location@showsdt.com

1-800-567-8245
1-514-343-9100

4555 des Grandes Prairies Blvd, 
Montreal, Qc, Canada,
H1R 1A5
View on Google map

7151 Edwards Blvd,
Mississauga, On, Canada
L5S 1Z2
View on Google map

FOR MORE INFORMATION ON OUR PRODUCTS:

Version 2026-01 - © 2026 ShowSDT Scene Design & Technology inc.

general email :
sales department :

rental department :

Toll free :
Fax :

OUR OFFICES
MONTRÉAL :

TORONTO :
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