
ADC
TRACKS, CARRIERS AND ACCESSORIES

Contact us today for all of your track and curtain needs.

2800 (AL) TRACK CHANNEL

1700(AL) TRACK CHANNEL

1400(AL) CHANNEL

Aluminum extrusion. Obtainable in unspliced lengths up to 24'

2800-AL is constructed from12-gauge aluminum. Holes can be drilled along the top of 
the track channel for direct ceiling attachment.  Suspended tracks require Model 2808 
hanging clamps for mounting.

Size Approximately: 2-5/8" wide x 2-3/4" high.

Weight:  2800AL Channel 1' - 15 oz.

Aluminum extrusion. Obtainable in unspliced lengths up to 26'

1700-AL supplied in 12-gauge aluminum.  Holes can be drilled for direct ceiling 
attachment.

Size Approximately: 1-3/4" wide x 2" high.

Weight:  1700AL Aluminum Track   1' - 9 oz.

Aluminum extrusion. Obtainable in unspliced lengths up to 20'

11-gauge extruded aluminum, mill-finish. May be curved on the job to recommended 
minimum radius of 2' (layout dependent). Center flange prevents tilting of carrier.

Size Approximately: 1" wide x 2-1/2" high.

Weight:  1400AL Channel 1' - 10 oz.

65-4555 Des Grandes Prairies Blv, Montreal, Qc, H1R 1A5
1-800-567-8245 | SHOWSDT.COM   

SHOWSDT, through association, is authorized to provide ADC tracks, carriers and all other accessories. We also o�er a variety of 
other models in curtain tracks, depending on your project’s needs. Along with the highest quality of tracks, our application is done 
by a professional team that provides installation services.

Options of SHOWSDT’s tracks include 2800 (AL), 1700 (AL), and 1400 (AL), each of which having distinct shapes and sizes to cover 
an array of di�erent application speci�cations. SHOWSDT is authorized to supply rails, brackets and other ADC accessories.

https://showsdt.com/en/index.html
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